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IMPORTANT

These tables show permissable combinations of Indoor and Outdoor units.
It is the responsibilty of the installation contractor to ensure the combination
selected is suitable for the application.

When the total Indoor units’ capacity exceeds the Outdoor unit capacity, in
peak conditions the capacity of every Indoor unit is reduced (ie system is
limited by Outdoor unit capacity).

Multizone systems always require more than a single Indoor unit connected.
The data that follows lists ‘one unit’ for the purposes of showing details when
only 1x Indoor unit is running.



YREPE CAPACITIES AND SELECTION DATA

4.6. COMBINATION TABLE FOR MULTIZONE OUTDOOR

4.6.1. RAM-55QHAZ2
COOLING HEATING
POSSIBLE CAPACITY OUTDOOR UNIT CAPACITY OUTDOOR UNIT
COMBINATIONS TOTAL RATING RATING
TO OPERATE
(kw) (kw) TOTAL INPUT | AMPERE(A) |EER|AEER (Rg(,\\l’VG)E) TOTA('\‘N';\'PUT AMPERE(a) |COP|ACOP
(RANGE) (w)
TOTAL 220v[230v][240v TOTAL 220V [230V[240v
1.80 495 2.50 690
18 | 18 1.80 23| 22|21 (364 3.38 2.50 3.2 | 3.0 |29 362|344
(1.00-2.00) (200-750) (1.10-3.20) (200-1050)
2.50 700 3.90 1060
£ | 25 | 25 2.50 3.2 3129|357 3.39 3.90 49 | 4.7 | 45 |3.68| 355
z (1.00-2.80) (200-980) (1.10-4.70) (200-1380)
g 3.50 1030 4.80 1320
O| 35 | 35 3.50 47 | 45|43 |3.40] 3.28 4.80 6.1 |58 |56(3.64| 354
(1.00-3.90) (200-1280) (1.10-5.80) (200-1870)
5.00 1510 6.50 1800
50 | 5.0 5.00 6.9 | 66|64 (331 3.23 6.50 83 | 79|76 |361] 354
(1.00-5.50) (200-1660) (1.10-7.20) (200-2010)
1.80+1.80 1015 2.50+2.50 1290
1.8+1.8| 3.6 3.60 4.7 | 45|43 |355| 3.42 5.00 59 | 57|54 |3.88]3.77
(1.50-4.00) (200-1300) (1.50-5.20) (200-1550)
1.80+2.50 1167 2.50+3.90 1700
1.8+25 4.3 4.30 54 |51 |49 (368|357 6.40 78 | 75| 7.2 |3.76| 3.68
(1.50-4.60) (200-1450) (1.50-6.30) (200-1920)
1.80+3.50 1500 2.31+4.49 1850
1.8+35| 5.3 5.30 6.9 | 6.6 | 6.3 |3.53| 3.45 6.80 85 | 8.1 |78 |3.68]3.60
(1.50-5.60) (200-1660) (1.50-7.20) (200-2010)
1.40+3.90 1528 1.80+5.00 1820
" 11.8+5.0| 6.8 5.30 7.0 | 6.7 | 6.4 |3.47] 3.38 6.80 8.4 |80 |77 |3.74| 3.66
> (1.50-5.90) (200-1660) (1.50-7.20) (200-2010)
)
o 2.50+2.50 1440 3.40+3.40 1885
2 |25+25| 50 5.00 6.6 | 6.3 |6.1|3.47] 3.38 6.80 8.7 | 83|79 361|354
(1.50-5.60) (200-1660) (1.50-7.20) (200-2010)
2.21+3.09 1530 2.83+3.97 1820
25+35| 6.0 5.30 70| 6.7 | 6.4 |3.46| 3.38 6.80 84 | 80|77 |374] 3.66
(1.50-5.70) (200-1660) (1.50-7.20) (200-2010)
2.65+2.65 1530 3.40+3.40 1790
3.5+35| 7.0 5.30 70| 6.7 | 6.4 |3.46| 3.38 6.80 82 | 79|75 |3.80] 3.72
(1.50-5.90) (200-1660) (1.50-7.20) (200-2010)
1.77+3.53 1530 2.27+4.53 1790
25450 7.5 5.30 70 | 6.7 | 6.4 |3.47| 3.38 6.80 82 | 79|75 |3.80] 3.72
(1.50-5.90) (200-1660) (1.50-7.20) (200-2010)




CAPACITIES AND SELECTION DATA [FRETS

) ) Capacity (kW) Suitable room size (m°)
Indoor unit model Nominal cooling at single unit operation At single unit operation
capacity (kW) Cooling Heating Cooling Heating

RAK-18NHA2 1.8 1.00-1.80 1.00-1.80 8-12 9-11
RAK-25NHA2 2.5 1.00-2.50 1.00-2.50 11-17 14-18
RAK-35NHA2 3.5 1.00-3.50 1.00-3.50 16-24 17-22
RAK-50NHA2 5.0 1.00-5.00 1.00-5.00 23-34 23-29
RAI-25NHA2 2.5 1.00-2.50 1.00-2.50 11-17 14-18
RAI-35NHA2 3.5 1.00-3.50 1.00-3.50 16-24 17-22
RAI-50NHA2 5.0 1.00-5.00 1.00-5.00 23-34 23-29
RAD-18NHA2 1.8 1.00-1.80 1.00-1.80 8-12 9-11
RAD-25NHA2 2.5 1.00-2.50 1.00-2.50 11-17 14-18
RAD-35NHA2 3.5 1.00-3.50 1.00-3.50 16-24 17-22
RAD-50NHA2 5.0 1.00-5.00 1.00-5.00 23-34 23-29

*Two units must be connected to the outdoor unit to avoid water condensation and result in water splash.
*One unit values are for one unit operation with two indoor connected.
*Total nominal cooling capacity should not be more than 9.0kw



YRETN CAPACITIES AND SELECTION DATA

4.6.2. RAM-68QHA2

Whichever indoor units are installed, cooling and heating capacity depends on how many and which indoor units are operating at
the same time.

COOLING HEATING
POSSELE COMBMATONS T0 CAPACITY OUTDOOR UNIT CAPACITY OUTDOOR UNIT
OPERATE RATING (KW) POWER APERE (| .o | AEER RATING (kW) POWER APERE ()| . | ACOP
(RANGE) CONSUMPTION | 220 - 220 - 240 (RANGE) CONSUVPTION | 220 - 230 - 240
TOTAL w) TOTAL W)
180 50 260 250 &0 280
18 18 180 21 - 20 - 19 | 4@ 250 39 - 37 - 36 | 2w
(1.50-2.00) (280-500) (1.80-350) (320-1130)
'_
E 250 0 360 340 130 29
Z |25 25 250 30 - 29 - 27 |38 340 52 - 50 - 48 |30
5 (150280) (280-720) (180470 (20:1480)
W 350 1030 3% % 1520 275
Z |35 35 ’ 350 47 - 45 - 43 340 | 7 ’ 430 70 - 67 - 64283 "
0 (15039) (2801130) (L805.80) (320-1950)
500 , 550 .
50 50 500 160 75 - 72 - 69 |3 | 2 650 200 10 - 105 - w0127 | 28
(L50560) (280-1800) (L807.20 (2025%)
16+ 16 180 + 180 80 12| 28+ 280 1380 351
36 360 38 - 36 - 35 | 4% 500 63 - 61 - 58 | 382
2004.00) (380-1020) (2.206.40) (3902750)
18 + 25 0 ¢ 2% 10 38 | 20+ a4 1680 342
43 4% 51 - 49 - 47 | 3@ 590 77 .74 - 11 |3st
(200470 (380-1360) 2.207.20) (290-3000)
16 + 35 180+ 350 1600 3 | 28 ¢+ 4% 2050 328
53 530 73 - 70 - 67 |34 680 93 - 89 - 85 |3%
200580) (380-1950) (2207.20) (903120)
o5 |18+ 50 18 ¢ 5 o 220 TR o 70 R
" 007.10) (3802620) (2.20950) (3903120)
'—
AR 250+ 280 o0 10 o o2 . 5o lam | 4| @+ 3m T 200 NN DU T
2 (200550 (s80-720) (220950 (903120)
g T 250+ 3% 600 1950 90 - 86 - 82 |08 | 0| 360+ 4% 79 40 11 - 106 - 102|326 | 2
3 (200660 (3802380) (220950) (3903120)
T 240+ 4m0 680 40 11 - 108 - 102 | 2@ | 20| 2%+ 5% 850 2410 13 - 108 - 10430 | P
(200750 (380-2980) (220950 (903120)
70|38 73 3%+ 3% 640 255 01 - 12 - 108 |26 | 22| 4B F 4B 850 240 p1 -1 -ui|3z2 | Y
(200740 (380-2940) (220950) (3903120)
gs |35 150 280+ 4 680 40 11 - 108 - 102 | o | 270 (33450 + SL2 850 2410 13 - 108 - 104 3a | °P
(200750 (3802890) (220950 (903120)
M EEES 3%+ 35 " 2120 N ME G 850 270 PO IR
(200800 (380-3170) (2.20950) (3903120)
N R 1250 s sslap | |20 ¢ 2@ ¢ 230 T8 200 NN
£205%) (20219 (240950 (430250)
N R 1590 0 o7 lam | B 2 ¢ 2@ ¢+ w0 @ 2% 05 101 - 95 | agr | 30
(220670 (£20:2480) (240950 (4302600)
IO TINET] EZARIS TR O 200 w6 o1 oo lap| 0|28 ¢ 28 ¢ aw| 6w 2% 05 11 o6 lan | 3
20780 (#20260) (240950 (4302500)
N CERTIENT] ETAEIE TR O 280 01 e | B 1B ¢ 15 ¢ [ 88 20 05 10 - 95 |ams | 3
(220800 (4202960) (240950 (4302600)
o |18 25 as[1m + 2%0 ¢ 29| o 200 v 00 o6 |am| 8|28 ¢ ¢+ su| ew 200 08 14 - 100 e | 3%
(220750 (202780) (240950 {4302600)
IR FCIF ] TR ITRRNETS O 200 NN R Py 05 101 - 95 lan | 3
(220800 (4202960} (240950 (430-2600)
[0}
I FERE TR EERENS T RRIET) G 2040 v 00 o6 |am| B |1 ¢ 2® ¢ 4k [ 6w 20 05 10 - o6 la | 3%
5 220800 (02770) (240950 {£302600)
D
AN EEEEE R 200 NN R Py 05 101 - 95 an | 3
m (220800 {4202960) (240950 (£30-2600)
AP DR SR FERE I 2040 v 00 a6 |am| B |18 ¢ 2 ¢+ 45| 8w 20 05 10 - o6 e | 3%
(220800 (1202960) (240950 {£302600)
RO Y] Y ARV R 2040 v 00 oo |am| B |28 ¢ 28 + 2w [ 6w 29 05 11 - o5 lan | 2%
220740 (#20:8%) (240950 (4302600)
i |25 ¢ 25+ as| 20 + 20 ¢ 2w [ o 0 90 5 lam | B2+ 20 ¢ s 29 05 11 - o6 lan | 3
220800 (4202960) (240950 4302500
MR R 200 w00 o6 |am| B |20 ¢ 20 + 45| 6w 20 05 10 - o5 lam | 3®
(220800 (£20:%0) (2.40950) 430-2600)
25 + 35 ¢ 35| 109 + 251 + 251 % | 241 . %] 8 ‘
G5 |25 ¢ 35+ as[1m + 28 v 28| o 20 N PN EE + 306 + 306 850 2 05 11 - o6 lan | 3
(220800 (4202960) (240950 4302500
MR R 2040 v 00 o6 |am| B | 2M ¢ 25 + | 6w 20 05 10 - o5 lam | 3F
(220800 (£20:9%0) (2.40950) (6302600
5+ 35 ¢ 35|20 + 20 ¢ 2% % | 2 28+ 28| 8 ‘
s |38 738 ' ' 660 240 04 - 90 - gg |am | B2+ 2B 8 8% 2260 105 - 100 - 95 |37 | °®
(220800 (4202960) (240950 {£302600)




CAPACITIES AND SELECTION DATA [FREY,

) ) Capacity (kW) Suitable room size (m?)
Indoor unit model Nominal cooling at single unit operation At single unit operation
capacity (kW) Cooling Heating Cooling Heating

RAK-18NHA2 1.8 1.50-2.00 1.80-3.50 8-12 9-11
RAK-25NHA2 2.5 1.50-2.80 1.80-4.70 11-17 14-18
RAK-35NHA2 3.5 1.50-3.90 1.80-5.80 16-24 17-22
RAK-50NHA2 5.0 1.50-5.60 1.80-7.20 23-34 23-29
RAI-25NHA2 2.5 1.50-2.80 1.80-4.70 11-17 14-18
RAI-35NHA2 3.5 1.50-3.90 1.80-5.80 16-24 17-22
RAI-50NHA2 5.0 1.50-5.60 1.80-7.20 23-34 23-29
RAD-18NHA2 1.8 1.50-2.00 1.80-3.50 8-12 9-11
RAD-25NHA2 2.5 1.50-2.80 1.80-4.70 11-17 14-18
RAD-35NHA2 3.5 1.50-3.90 1.80-5.80 16-24 17-22
RAD-50NHA2 5.0 1.50-5.60 1.80-7.20 23-34 23-29

*Two units must be connected to the outdoor unit to avoid water condensation and result in water splash.
*One-unit values are for one unit operation with two indoor connected.
*Total nominal cooling capacity should not be more than 11.0kW



YRETN CAPACITIES AND SELECTION DATA

4.6.3.

the same time.

RAM-72QHA2
Whichever indoor units are installed, cooling and heating capacity depends on how many and which indoor units are operating at

COOLING HEATING
CAPACITY OUTDOOR UNIT CAPACITY OUTDOOR UNIT
POSSIBLE COMBINATIONS TO
OPERATE RATING (kW) POWER AMPERE (A) at | EER | AEER RATING (kW) POWER AMPERE (A) at | cop|AcoP
(RANGE) CONSUMPTION| 220 - 230 - 240 (RANGE) CONSUMPTION| 220 - 230 - 240
[roTAl (W) TOTAL (W)
1.80 450 2.50 850
18 18 1.80 21 -20 1.9 | 400 | 3.55 2.50 39 - 37 - 36|294| 275
(1.50-2.00) (280-500) (1.80-3.50) (320-1130)
2.50 650 3.40 1130
25 25 2.50 3.0 -29 27 | 385 | 353 3.40 52 - 50 - 48 |3.01| 286
(1.50-2.80) (280-720) (1.80-4.70) (320-1480)
= 3.50 1030 4.30 1520
=z 3.5 3.5 3.50 4.7 - 45 4.3 | 340 | 3.22 4.30 70 - 67 - 64 (283 273
=} (1.50-3.90) (280-1130) (1.80-5.80) (320-1950)
% 5.00 1640 6.50 2400
5.0 5.0 5.00 75 - 72 6.9 | 3.05 | 2.95 6.50 11.0 - 105 -10.1|271 | 2.65
o (1.50-5.60) (280-1800) (1.80-7.20) (320-2530)
6.00 2080 7.30 2590
6.0 6.0 6.00 9.6 -9.1 8.8 | 2.88 | 2.81 7.30 119 - 114 -109|282 | 276
(1.50-6.60) (280-2290) (1.80-8.50) (320-2860)
7.00 2580 8.50 2940
7.0 7.0 7.00 11.8 -11.3 -10.9 | 2.71 | 2.65 8.50 135 - 129 -124|289 | 2.84
(1.50-7.60) (280-2840) (1.80-8.80) (320-3000)
1.8 + 1.8 1.80 + 1.80 830 250 + 2.50 1380
3.6 3.60 3.8 - 36 3.5 | 434 | 4.06 5.00 63 - 61 - 58 (362 3.48
(2.00-4.00) (380-1020) (2.20-6.40) (390-2750)
1.8 + 25 1.80 + 2.50 1120 250 + 3.40 1680
4.3 4.30 51 - 49 4.7 | 3.84 | 3.65 5.90 7.7 - 74 - 7.1 (351 340
(2.00-4.70) (380-1360) (2.20-7.20) (390-3000)
1.8 + 3.5 1.80 + 3.50 1600 250 + 4.30 2030
5.3 5.30 73 - 70 6.7 | 3.31 | 3.20 6.80 93 - 89 - 85 (335 3.26
(2.00-5.80) (380-1950) (2.20-7.20) (390-3120)
1.8 + 5.0 1.80 + 5.00 2420 2.36 +6.14 2470
6.8 6.80 11.1 -10.6 -10.2 | 2.81 | 2.74 8.50 11.3 - 10.8 -10.4|3.44 | 3.36
(2.00-7.10) (380-2820) (2.20-9.50) (390-3120)
1.8 + 6.0 1.70 + 5.40 2450 217 + 6.33 2580
7.8 7.00 11.2 -10.8 -10.3 | 2.86 | 2.79 8.50 11.8 - 11.3 -109|3.29 | 3.22
(2.00-7.50) (380-2980) (2.20-9.50) (390-3120)
1.8 + 7.0 1.43 + 557 11.2 -10.8 - 10.3 121 - 11.6 - 111
8.8 7.00 2450 2.86 | 279 193 + 657 8.50 2640 3.22 | 315
(2.00-8.00) (380-3170) (2.20-9.50) (390-3120)
25+ 25 2.50 + 2.50 + 3.60
5.0 5.00 1410 65 - 6.2 5.9 | 355 | 341 360 7.20 2070 95 - 91 - 87 (348 | 338
(2.00-5.50) (380-1720) (2.20-9.50) (390-3120)
25+ 35 2.50 + 3.50 4.30
12 6.0 6.00 1950 9.0 - 86 8.2 | 3.08 | 2.99 360 * 7.90 2420 111 - 106 -10.2|3.26 | 3.19
E (2.00-6.60) (380-2380) (2.20-9.50) (390-3120)
z
25+ 50 2.33 + 4.67 +5.58
2 7.5 7.00 2490 11.4 -109 -105| 2.81 | 2.75 292 8.50 2640 121 - 116 -11.1|3.22 | 3.15
g (2.00-7.50) (380-2980) (2.20-9.50) (390-3120)
25+ 6.0 2.10 + 5.00 + 5.80
= 8.5 7.00 2450 11.2 -10.8 -10.3 | 2.86 | 2.79 270 8.50 2640 121 - 116 -11.1(3.22 | 3.15
(2.00-7.50) (380-2980) (2.20-9.50) (390-3120)
25+ 7.0 1.84 + 5.16 11.2 -10.8 - 10.3 121 - 11.6 - 111
9.5 7.00 2450 2.86 | 279 243 + 6.07 8.50 2640 322 | 315
(2.00-8.00) (380-3170) (2.20-9.50) (390-3120)
35+ 35 3.50 + 3.50 +4.25
7.0 7.00 2630 12.1 -116 -11.1| 2.66 | 2.60 425 8.50 2640 121 - 116 -11.1(3.22 | 3.15
(2.00-7.40) (380-2940) (2.20-9.50) (390-3120)
.5 + 5. 2.88 + 4.12 + 512
gs |35+ 50 88 7.00 2490 114 -109 -105| 281 | 275 [ 33 * 5 8.50 2640 121 - 116 -111|3.22 | 3.15
(2.00-7.50) (380-2890) (2.20-9.50) (390-3120)
35+ 6.0 2.60 + 4.50 + 5.35
9.5 7.00 2450 112 -108 -103 | 286 | 279 | 31° 8.50 2640 121 - 116 -11.1|3.22 | 3.15
(2.00-7.80) (380-3100) (2.20-9.50) (390-3120)
35+ 7.0 2.33 + 4.67 114 -10.9 - 10.5 121 - 11.6 - 111
10.5 7.00 2490 281 | 275 | 286 * 564 8.50 2640 322 | 315
(2.00-8.00) (380-3170) (2.20-9.50) (390-3120)
5.0 + 5.0 3.50 + 3.50 + 4.25
10.0 7.00 2490 114 -109 -105 | 281 | 275 | 4% 8.50 2640 121 - 116 -111|3.22 | 3.15
(2.00-8.00) (380-3170) (2.20-9.50) (390-3120)
5.0 + 6.0 3.20 + 3.90
11.0 7.00 2360 108 -10.4 - 99 | 207 | 200 | 400 * 450 8.50 2640 121 - 116 -111|3.22 | 3.15
(2.00-8.00) (380-3170) (2.20-9.50) (390-3120)
18+ 1.8 + 18 1.80 + 1.80 + 1.80 250 + 250 +2.50 7.50
5.4 5.40 1250 57 -55 - 53432 | 413 2050 9.4 - 90 - 86 |3.66| 3.56
(2.20-5.90) (420-2190) (2.40-9.50) (430-2600)
1.8+ 1.8 + 25 1.80 + 1.80 + 2.50 1590 2,50 + 2.50 +3.40 8.40 2290
6.1 6.10 73 - 70 - 67 |384 | 370 105 - 101 - 9.6 |3.67 | 3.58
(2.20-6.70) (420-2480) (2.40-9.50) (430-2600)
1.8 + 1.8 + 35 1.77 + 1.77 + 3.45 2080 228 +2.28 +3.93 8.50 2400
7.1 7.00 9.6 - 91 8.8 | 3.37 | 3.27 11.0 - 105 -10.1(3.54 | 3.46
(2.20-7.80) (420-2890) (2.40-9.50) (430-2600)
1.8+ 1.8 + 5.0 1.47 + 1.47 + 4.07 2080 1.85 + 1.85 +4.80 8.50 2280
8.6 7.00 9.6 - 91 8.8 | 3.37 | 3.27 105 - 100 - 9.6 [3.73 | 3.64
(2.20-8.00) (420-2960) (2.40-9.50) (430-2600)
18+ 1.8 + 6.0 1.35 + 1.35 + 4.40 2100 173 +1.73 +504 8.50 2320
9.6 7.00 9.6 - 9.2 8.8 | 333 | 3.24 10.7 - 10.2 - 9.8 | 3.66 | 3.58
(2.20-8.00) (420-2960) (2.40-9.50) (430-2600)
18+ 1.8+ 7.0 1.20 + 1.20 + 4.60 2100 1.57 + 157 +535 8.50 2320
10.6 7.00 9.6 - 9.2 8.8 | 333 | 3.24 10.7 - 10.2 - 9.8 [3.66 | 3.58
(2.20-8.00) (420-2960) (2.40-9.50) (430-2600)
18+ 25+ 25 1.80 + 2.50 + 2.50 2040 228 + 311 +3.11 8.50 2290
6.8 6.80 9.4 - 9.0 8.6 | 3.33 | 3.24 105 - 101 - 9.6 |3.71 | 3.62
(2.20-7.50) (420-2780) (2.40-9.50) (430-2600)
18 + 25 + 35 162 + 2.24 +3.14 2040 2.08 +2.83 +3.58 8.50 2290
7.8 7.00 9.4 - 9.0 8.6 | 343 | 3.34 105 - 101 - 9.6 |3.71 | 3.62
(2.20-8.00) (420-2960) (2.40-9.50) (430-2600)
1.8+ 25+ 5.0 135 + 1.88 + 3.76 171 + 233 +4.46 8.50
& 9.3 7.00 2040 9.4 - 9.0 8.6 | 343 | 3.34 2280 105 - 100 - 9.6 [3.73 | 3.64
= (2.20-8.00) (440-2770) (2.40-9.50) (430-2600)
=} 18 + 25 + 6.0 1.25 + 1.70 + 4.15 2080 161 +219 +4.70 8.50 2320
w 10.3 7.00 9.6 - 9.1 8.8 | 3.37 | 3.27 10.7 - 10.2 - 9.8 [ 3.66 | 3.58
o (2.20-8.00) (420-2960) (2.40-9.50) (430-2600)
T 18 + 35 + 35 1.43 + 2.78 + 2.78 2040 1.91 +329 +3.29 8.50 2290
= 8.8 7.00 9.4 - 9.0 8.6 | 343 | 3.34 105 - 101 - 9.6 |3.71 | 3.62
(2.20-8.00) (420-2960) (2.40-9.50) (430-2600)
1.8 + 35 + 5.0 1.22 + 2.38 + 3.40 2040 1.60 +2.75 +4.15 8.50 2280
10.3 7.00 9.4 - 9.0 8.6 | 343 | 3.34 105 - 100 - 9.6 [3.73 | 3.64
(2.20-8.00) (420-2960) (2.40-9.50) (430-2600)
25+ 25+ 25 2.33 + 2.33 + 2.33 2040 2.83 +2.83 +2.83 8.50 2290
7.5 7.00 9.4 - 9.0 8.6 | 343 | 3.34 105 - 101 - 9.6 |3.71 | 3.62
(2.20-7.80) (420-2890) (2.40-9.50) (430-2600)
25+ 25 + 35 2.06 + 2.06 + 2.88 2040 2.60 +2.60 +3.29 8.50 2290
8.5 7.00 9.4 - 9.0 8.6 | 343 | 3.34 105 - 101 - 9.6 |3.71 | 3.62
(2.20-8.00) (420-2960) (2.40-9.50) (430-2600)
25+ 25+ 50 1.75 + 1.75 + 3.50 2040 217 +217 +4.15 8.50 2280
10.0 7.00 9.4 - 9.0 8.6 | 343 | 3.34 105 - 100 - 9.6 [3.73 | 3.64
(2.20-8.00) (420-2960) (2.40-9.50) (430-2600)
25+ 25+ 6.0 1.60 + 1.60 + 3.90 2080 2.05 +2.05 +4.40 8.50 2320
11.0 7.00 9.6 -9.1 8.8 | 3.37 | 3.27 10.7 - 10.2 - 9.8 [ 3.66 | 3.58
(2.20-8.00) (420-2960) (2.40-9.50) (430-2600)
25+ 35+ 35 1.84 + 2.58 + 2.58 2040 2.41 +3.05 +3.05 8.50 2290
9.5 7.00 9.4 - 9.0 8.6 | 343 | 3.34 105 - 101 - 9.6 |3.71 | 3.62
(2.20-8.00) (420-2960) (2.40-9.50) (430-2600)
25+ 35+ 50 159 + 2.23 + 3.18 2040 2.04 +2.57 +3.89 8.50 2280
11.0 7.00 9.4 - 9.0 8.6 | 343 | 3.34 105 - 100 - 9.6 [3.73 | 3.64
(2.20-8.00) (420-2960) (2.40-9.50) (430-2600)
35+ 35+ 35 2.33 + 2.33 + 2.33 2040 2.83 +2.83 +2.83 8.50 2280
10.5 7.00 9.4 - 9.0 8.6 | 343 | 3.34 105 - 100 - 9.6 [3.73 | 3.64
(2.20-8.00) (420-2960) (2.40-9.50) (430-2600)
1.8+ 1.8 + 1.8+ 1.8[1.75 + 1.75 + 1.75 + 1.75 2110 213 + 213 + 2.13 + 2.13 2120
7.2 7.00 9.7 - 93 8.9 | 332 | 323 8.50 9.7 - 93 - 89 (401 ] 3.9
(2.40-7.90) (450-2870) (2.60-9.50) (480-2580)
1.8 + 1.8 + 1.8 + 2.5[1.59 + 1.59 + 1.59 + 2.22 1 + 1,95 + 1.95 + 2.
7.9 8 8 8 5[ 59 R 7.00 2110 9.7 - 93 8.9 | 332 | 323 % % - 65 8.50 2120 9.7 - 93 - 89 (401 ] 3.9
(2.40-8.30) (450-3020) (2.60-9.50) (480-2580)
1.8+ 1.8 + 1.8+ 142 + 142 + 142 + 2.7 1 + 1.80 + 1.80 + 3.1
8.9 8 8 8+35 5| 7.00 2110 97 -93 -89 (332|323 80 8 80310 550 2120 9.7 - 93 - 89 |401| 3.90
(2.40-8.50) (450-3090) (2.60-9.50) (460-2520)
1.8+ 1.8 + 1.8+ 50| 1.21 + 1.21 + 1.21 + 3.37 2110 152 + 152 + 1.52 + 3.95| 2110
10.4 7.00 97 - 93 -89 (332|323 8.50 9.7 - 93 - 89 |403| 3.92
(2.40-8.80) (450-3200) (2.60-9.50) (460-2520)
1.8 + 1.8 + 2.5 + 25| 1.47 + 1.47 + 2.03 + 2.03 1.80 + 1.80 + 2.45 + 2.45|
©| 86 7.00 2110 97 -93 -89 (332|323 8.50 2120 9.7 - 93 - 89 |4.01| 3.90
5 (2.40-8.50) (450-3090) (2.60-9.50) (460-2520)
=] 18+ 1.8+ 25+ 35131 + 1.31 + 1.82 + 255 2110 1.67 + 1.67 + 2.28 + 2.88| 2120
x| 96 7.00 97 -93 -89 (332|323 8.50 9.7 - 93 - 89 |401| 3.90
g (2.40-8.50) (450-3090) (2.60-9.50) (460-2520)
o 18+ 1.8+ 35+ 35|1.19 + 1.19 + 231 + 231 2110 1.56 + 1.56 + 2.69 + 2.69 2110
L | 106 7.00 97 -93 -89 (332|323 8.50 9.7 - 93 - 89 |4.03| 3.92
(2.40-8.80) (450-3200) (2.60-9.50) (460-2520)
18+ 25+ 25+ 25135 + 1.88 + 1.88 + 1.88 2110 1.67 + 2.28 + 2.28 + 2.28| 2120
9.3 7.00 97 -93 -89 (332|323 8.50 97 - 93 -89 [401| 39
(2.40-8.50) (450-3090) (2.60-9.50) (460-2520)
18+ 25+ 25+ 35)|1.22 + 1.70 + 1.70 + 2.38 2110 156 + 2.13 + 2.13 + 2.69 2110
10.3 7.00 9.7 - 93 89 [ 332 | 323 8.50 9.7 - 93 - 89 |403 | 3.92
(2.40-8.80) (450-3200) (2.60-9.50) (460-2520)
25+ 25+ 25+ 25|175 + 175 + 1.75 + 1.75 2110 213 + 213 + 213 + 2.13| 2110
10.0 7.00 9.7 - 93 89 [ 332 | 323 8.50 9.7 - 93 - 89 |403 | 392
(2.40-8.80) (450-3200) (2.60-9.50) (460-2520)
25+ 25+ 25+ 35|159 + 1.59 + 1.59 + 2.23 2110 1.99 + 1.99 + 1.99 +2.52 2110
11.0 7.00 9.7 - 93 89 [ 332 | 323 8.50 9.7 - 93 - 89 |403 | 392
(2.40-8.80) (450-3200) (2.60-9.50) (460-2520)




CAPACITIES AND SELECTION DATA [FIRETS

) . Capacity (kW) Suitable room size (m°)
Indoor unit model Nominal cooling at single unit operation At single unit operation
capacity (kW) Cooling Heating Cooling Heating

RAK-18NHA2 1.8 1.50-2.00 1.80-3.50 8-12 9-11
RAK-25NHA2 2.5 1.50-2.80 1.80-4.70 11-17 14-18
RAK-35NHA2 3.5 1.50-3.90 1.80-5.80 16-24 17-22
RAK-50NHA2 5.0 1.50-5.60 1.80-7.20 23-34 23-29
RAK-60NHA2 6.0 1.50-6.60 1.80-8.50 27-41 25-32
RAK-70NHA2 7.0 1.50-7.60 1.80-8.80 32-49 26-32
RAI-25NHA2 2.5 1.50-2.80 1.80-4.70 11-17 14-18
RAI-35NHA2 3.5 1.50-3.90 1.80-5.80 16-24 17-22
RAI-50NHA2 5.0 1.50-5.60 1.80-7.20 23-34 23-29
RAD-18NHA2 1.8 1.50-2.00 1.80-3.50 8-12 9-11
RAD-25NHA2 2.5 1.50-2.80 1.80-4.70 11-17 14-18
RAD-35NHA2 3.5 1.50-3.90 1.80-5.80 16-24 17-22
RAD-50NHA2 5.0 1.50-5.60 1.80-7.20 23-34 23-29

*Two or three indoor units can be installed with one outdoor unit.
*One-unit values are for one unit operation with two indoor connected.
*Total nominal cooling capacity should not be more than 11.0kW.



YRPLN CAPACITIES AND SELECTION DATA

4.6.4. RAM-90QHAZ2

Whichever indoor units are installed, cooling and heating capacity depends on how many and which indoor units are operating at
the same time.

COOLING HEATING
POSSIBLE OUTDOOR UNIT OUTDOOR UNIT
COMBINATIONS CAPACITY RATING(kW) (RANGE) POWER AMPERE EER|AEER CAPACITY RATING(kW) (RANGE) POWER AMPERE copl|acor
TO OPERATE (kW) (RANGE) CONSUMPTION (A) at (kW) (RANGE) CONSUMPTION (A) at
TOTAL w) 220 - 230 - 240V TOTAL (w) 220 - 230 - 240V
18 18 1.80 1.80 500 23 - 22 - 21 360 3.15 2.50 2.50 780 3.58 - 343 - 3.28 321 | 2904
25 25 2.50 250 700 32 - 31 - 29 357 | 324 3.40 3.40 1140 523 - 501 - 480 (298| 2.81
% 35 35 3.50 3.50 1040 48 - 46 - 44 337 315 4.30 4.30 1420 6.52 - 6.24 - 598 | 3.03 | 288
% 50 5.0 5.00 5.00 1540 71 - 68 - 65 325 | 310 6.50 6.50 2300 10.56 - 10.10 - 9.68 | 2.83 | 2.74
6.0 6.0 6.00 6.00 2100 9.6 - 9.2 - 88 286| 276 7.30 7.30 2630 12.08 - 11.55 - 11.07( 2.78 | 2.70
70 7.0 7.00 7.00 2600 119 - 11.4 - 109 260 262 8.50 8.50 3100 14.23 - 13.61 - 13.05| 2.74 | 2.68
36 1.8 +1.8 1.80 + 1.80 360 710 33 - 31 - 30 507 | 461 2.50 + 2.50 5.00 1240 569 - 545 - 522 | 4.03| 381
43 1.8 +25 1.80 + 2.50 4.30 1000 46 - 44 - 42 430 | 4.02 2.50 + 3.40 5.90 1530 7.02 - 6.72 - 6.44 | 3.86 | 3.69
53 1.8 +3.5 1.80 + 3.50 5.30 1590 73 - 70 - 67 333 319 2.50 + 4.30 6.80 1870 859 - 821 - 7.87 | 3.64| 3.50
6.8 1.8 +5.0 1.80 + 5.00 6.80 2470 11.3 - 10.8 - 10.4 275 | 268 2.39 + 6.21 8.60 2470 11.34 - 10.85 - 10.40( 3.48 | 3.38
78 1.8 +6.0 1.80 + 6.00 7.80 2590 119 - 114 - 109 301 293 2.40 + 7.00 9.40 2770 12.72 - 1217 - 11.66| 3.39 | 3.31
8.8 1.8 +7.0 1.80 + 7.00 8.80 2780 12.8 - 12.2 - 11.7 317 3.00 223+ 7.57 9.80 2770 12.72 - 12.17 - 11.66( 3.54 | 3.45
5.0 25+25 2.50 + 2.50 5.00 1370 63 - 6.0 - 58 365 | 3.47 3.40 + 3.40 6.80 1810 831 - 7.95 - 7.62|3.76 | 3.62
6.0 25+35 2.50 + 3.50 6.00 2000 9.2 - 88 - 84 3.00| 2.90 3.40 + 4.30 7.70 2160 9.92 - 949 - 9.09 | 3.56 | 3.45
75 25+5.0 2.50 + 5.00 750 2880 132 - 126 - 121 260 254 3.16 + 6.04 9.20 2720 12.49 - 11.95 - 1145 3.38 | 3.30
& 85 25+6.0 2.50 + 6.00 8.50 2750 12.6 - 12.1 - 11.6 300 301 3.08 + 6.62 9.70 2940 13.50 - 12.91 - 12.37( 3.30 | 3.22
§ 95 25+7.0 2.37 + 6.63 2.00 2870 132 - 126 - 121 314| 308 291+ 7.29 10.20 3270 15.01 - 14.36 - 13.76 3.12 | 3.05
E 70 |35+35 3.50 + 3.50 7.00 2490 114 - 109 - 105, 4 [ , ;5 |4.30+ 430 8.60 2460 11.29 - 10.80 - 10.35( 3.50 | 3.40
85 3.5 +5.0 3.50 + 5.00 850 2730 125 - 12.0 - 115 311 303 3.86 + 5.84 970 2940 1350 - 12.91 - 12.37| 3.30 | 3.22
95 35 +6.0 3.32 + 5.68 9.00 2860 13.1 - 12.6 - 12.0 315 3.07 3.78 + 6.42 10.20 3130 14.37 - 13.75 - 13.17( 3.26 | 3.19
105 35 +7.0 3.00 + 6.00 2.00 2990 137 - 131 - 126 301 294 3.49 + 6.91 10.40 3130 14.37 - 13.75 - 1317 3.32 | 3.25
100 5.0 +5.0 4.50 + 4.50 9.00 2900 133 - 127 - 122 310 3.08 5.10 + 5.10 10.20 2860 13.13 - 12.56 - 12.04| 3.57 | 3.48
110 5.0 +6.0 4.09 + 4.91 2.00 3080 14.1 - 135 - 13.0 202 286 4.90 + 5.50 10.40 3140 14.42 - 13.79 - 13.22| 3.31 | 3.24
120 5.0+7.0 3.75 + 5.25 9.00 3200 147 - 141 - 135, 81| 2.75 4.77 + 6.23 11.00 3140 14.42 - 13.79 - 13.22| 3.50 | 3.43
120 6.0 +6.0 4.50 + 4.50 9.00 3350 15.4 - 147 - 141 269 | 263 5.50 + 5.50 11.00 3520 16.16 - 15.46 - 14.81| 3.13 | 3.06
130 6.0 +7.0 4.15 + 4.85 9.00 3180 14.6 - 140 - 134, 83| 2.77 5.08 + 5.92 11.00 3520 16.16 - 15.46 - 14.81| 3.13 | 3.06
14.0 7.0 +7.0 4.50 + 4.50 9.00 3180 14.6 - 140 - 134 283| 277 5.50 + 5.50 11.00 3520 16.16 - 15.46 - 14.81( 3.13 | 3.06




CAPACITIES AND SELECTION DATA [RPSI

COOLING HEATING
POSSIBLE OUTDOOR UNIT OUTDOOR UNIT
COMBINATIONS CAPACITY RATING(KW) (RANGE) POWER AMPERE EER|AEER| CAPACITY RATING(kW) (RANGE) POWER AMPERE cop|acop
TO OPERATE (KW) (RANGE) CONSUMPTION (A) at (kW) (RANGE) CONSUMPTION (A) at
TOTAL W) 220 - 230 - 240V TOTAL (W) 220 - 230 - 240V
54 |18 +18+18 1.80 + 1.80 + 1.80 5.40 1480 68 - 65 - 62 o[ 5,q [250+ 250+ 250 750 2020 9.27 - 8.87 - 850371 359
61 |18 +18+25 1.80 + 1.80 + 2.50 610 1780 82 - 78 - 15 | 50| 540 [238+ 238+ 324 .00 2210 10.15 - 9.71 - 9.30 | 3.62 | 351
21 |18 +18+35 1.80 + 1.80 + 3.50 710 1910 88 - 84 - 80 || 5o [237+237+406 5.80 2370 10.88 - 10.41 - 9.97 | 3.71| 3.61
a6 |18 +18+50 1.80 + 1.80 + 5.00 8,60 2680 123 - 118 - 113 5, | 5,5 [220+ 220+ 570 1010 2730 12553 - 11.99 - 1149 3.70 | 3.61
96 |18 +18+60 1,69 + 1.69 + 5.62 9.00 2700 124 - 119 - 14| [ o [211+211+618 10.40 3060 14.05 - 13.44 - 12.88 3.40 | 3.32
106 |18 +18+ 7.0 153 + 1.53 + 5.93 9.00 2740 12.6 - 120 - 115 50| 5,0 [198+ 193+ 656 10.40 2990 13.73 - 13.13 - 12,58 3.48 | 3.40
g |18 +25+25 1.80 + 2.50 + 2.50 6.0 1860 85 - 82 - 78 | 5o | 5o, [230+315+315 5.60 2370 10.88 - 10.41 - 9.97 | 3.63 | 352
78 |18+25+35 1.80 + 2.50 + 3.50 780 2190 101- 96 - 92 [, | 5, [230+313+39 9.40 2530 11.62 - 11.11 - 10.65] 3.72 | 3.61
93 |18 +25+50 1.75 + 2.40 + 4.85 9.00 2700 124 - 119 - 114 oo 4,0 [210+ 285+ 545 10.40 2890 13.27 - 12.69 - 12.16 3.60 | 3.51
103 | L8 +25+6.0 158 + 2.18 + 5.24 9.00 2740 12.6 - 120 - 115 50| 5,0 [197+ 268+ 575 10.40 2990 13.73 - 13.13 - 12.58] 3.48 | 3.40
11|18 +25+70 144 + 1.99 + 5.58 9.00 2740 12.6 - 120 - 115 50| 5,0 [18L+ 246+ 6.14 10.40 2990 13.73 - 13.13 - 12,58 3.48 | 3.40
g |L8+35+35 1.80 + 3.50 + 3.50 5.80 2690 124 - 118 - 113] 5, | 5,9 [234+ 403+ 4.03 10.40 2750 12.63 - 12.08 - 1157 3.78 | 3.69
103 | L8 *85+50 155 + 3.05 + 4.40 9.00 2740 12.6 - 120 - 115 50| 5,0 [195+ 336+ 5.09 10.40 2990 13.73 - 13.13 - 12.58 3.48 | 3.40
115 |18 +85+6.0 143 + 279 + 478 9.00 2740 12.6 - 120 - 115 [ 50| 5,0 [184+ 317+ 539 10.40 2990 13.73 - 13.13 - 12,58 3.48 | 3.40
12|18 +35+ 70 132 + 2.56 + 5.12 9.00 2740 12.6 - 120 - 115 40| 5,0 [172+ 295+ 5.84 1050 2990 13.73 - 13.13 - 12.58| 3.51 | 3.43
11|18 +50+50 1.38 + 3.81 + 3.81 9.00 2740 126 - 120 - 115 5 o[ 5,0 [168+ 436+ 436 10.40 2990 13.73 - 13.13 - 12,58 3.48 | 3.40
128 |18 +50+6.0 127 + 352 + 4.22 9.00 2710 124 - 119 - 114 o] 45, [161+ 419+ 270 1050 2990 13.73 - 13.13 - 12.58| 3.51 | 3.43
13| L8 +50+7.0 117 + 3.26 + 457 9.00 2710 124 - 119 - 14| [ 5, [157+ 400+ 534 11.00 2990 13.73 - 13.13 - 12,58 3.68 | 3.59
138 |18 +60+6.0 118 + 3.91 + 3.91 9.00 2740 12.6 - 120 - 115 5 0| 5,0 [160+ 470+ 470 1100 3040 13.96 - 13.35 - 12.79| 3.62 | 3.54
@ [1ag]t8+60+70 110 + 3.65 + 4.26 9.00 2880 182 - 126 - 121 5 [ 5o [149+ 439+ 511 11.00 3040 13.96 - 13.35 - 12.79 3.62 | 3.54
i 75 |25 +25+25 2,50 + 2.50 + 2.50 750 2120 97 - 93 - 89 || 54 [300+ 300+ 3.00 9.00 2540 11.66 - 11.16 - 10.69| 3.54 | 3.45
% a5 |25+25+35 2,50 + 2.50 + 3.50 550 2560 118 - 112 - 108 55| 5,5 | 306+ 3.06 + 3.87 10,00 2740 12.58 - 12.03 - 11.53| 3.65 | 3.56
10,025 ¥25+50 2.25 + 2.25 + 4.50 9.00 2780 128 - 122 - 107 5,5, 416 [266+ 266+ 508 10.40 2990 13.73 - 13.13 - 12.58] 3.48 | 3.40
11025 +25+60 2,05 + 2.05 + 4.90 9.00 2780 128 - 122 - 107 4,4 | 546 [251+ 251+ 537 10.40 2990 13.73 - 13.13 - 12,58 3.48 | 3.40
12025 +25+ 7.0 1.88 + 1.88 + 5.24 9.00 2840 130 - 125 - 120 o [ 59 [233+ 233+ 582 10.50 2990 13.73 - 13.13 - 12,58 3.51 | 3.43
o5 |25+35+35 2.36 + 3.32 + 3.32 9.00 2750 12.6 - 121 - 116 5,0 | 5,9 |29+ 373+ 373 10.40 2890 13.27 - 12.69 - 12.16 3.60 | 3.51
11025 *85+50 2,05 + 2.85 + 4.10 9.00 2770 127 - 122 - 17| 40| 447 [249+ 314+ 477 10.40 2990 13.73 - 13.13 - 12.58| 3.48 | 3.40
120 |25 +35+60 1.88 + 2.62 + 4.50 9.00 2780 128 - 122 - 107 5,4 | 5,6 [238+ 300+ 511 1050 2990 13.73 - 13.13 - 12.58| 3.51 | 3.43
13025 *85+ 7.0 173 + 241 + 4.85 9.00 2780 128 - 122 - 107 [ 5, | 5,6 [220+ 278+ 551 10.50 2990 13.73 - 13.13 - 12,58 3.51 | 3.43
125 |25 +50+50 1.80 + 3.60 + 3.60 9.00 2780 128 - 122 - 107 4, | 5,6 [218+ 416+ 216 1050 2990 13.73 - 13.13 - 12.58| 3.51 | 3.43
135 |25 +50+60 1,67 + 3.33 + 4.00 9.00 2780 128 - 122 - 107 [ 5o, [ 546 [208+ 397+ 446 10.50 2990 13.73 - 13.13 - 1258 3.51 | 3.43
145 |25 +50+ 7.0 155 + 3.10 + 4.34 9.00 2850 131 - 125 - 120 5, o o [208+ 389+ 5.08 1100 2890 13.27 - 12.69 - 12.16 3.81 | 3.71
145 |25 +60+60 155 + 3.72 + 3.72 9.00 2770 127 - 122 - 107 [ 50 | 54, 208+ 446+ 446 11.00 2890 13.27 - 12.69 - 12.16 3.81 | 3.71
105 |35 +35+35 3.00 + 3.00 + 3.00 9.00 2740 126 - 120 - 115 o o 5,0 [347+ 347+ 347 10.40 2990 13.73 - 13.13 - 12.58] 3.48 | 3.40
12035 +85+50 2.65 + 2.65 + 3.70 9.00 2780 128 - 122 - 107 [ 4,4 ] 546 | 299+ 301+ 447 10.50 2990 13.73 - 13.13 - 1258 3.51 | 3.43
130 |35 +35+60 2,40 + 2.40 + 4.20 9.00 2780 128 - 122 - 117 4, | 5,6 |284+ 282+ 487 10.50 2990 13.73 - 13.13 - 12.58] 351 | 3.43
140 |35 *85+ 70 2.23 + 2.23 + 455 9.00 2850 1381 - 125 - 120 4 ] o0 [277+ 275+ 552 11.00 2890 13.27 - 12.69 - 12.16 3.81 | 3.71
135 |35 *50+50 2.30 + 3.35 + 3.35 9.00 2780 128 - 122 - 117 [ 5, | 546 [261+ 397+ 397 10.50 2990 13.73 - 13.13 - 12,58 3.51 | 3.43
145 |35 +50+60 218 +3.10 + 3.72 9.00 2850 131 - 125 - 120 5 o o oo [261+ 395+ 444 1100 2890 13.27 - 12.69 - 12.16 3.81 | 3.71
155 |35 ¥60+60 2,04 + 3.48 + 3.48 9.00 2850 131 - 125 - 120 5 ] 5 o0 [250+ 425+ 425 11.00 2890 1327 - 12.69 - 12.16 3.81 | 3.71
15050 +50+50 3.00 + 3.00 + 3.00 9.00 2850 131 - 125 - 120 5 o] o 0 [367+ 367+ 367 1100 2890 1327 - 12.69 - 12.16 3.81 | 3.71




YRPZN CAPACITIES AND SELECTION DATA

COOLING HEATING
POSSIBLE OUTDOOR UNIT OUTDOOR UNIT
COMBINATIONS CAPACITY RATING(KW) (RANGE) POWER AMPERE EER|AEER| CAPACITY RATING(KW) (RANGE) POWER AMPERE cop|acop
TO OPERATE (kW) (RANGE) CONSUMPTION (A) at (kW) (RANGE) CONSUMPTION (A) at
TOTAL (W) 220 - 230 - 240V TOTAL (W) 220 - 230 - 240V
72 |18 +18+18+18 1.80 + 1.80 + 1.80 + 1.80 720 1800 83 - 7.9 - 76 [, [ 5g5 [240+ 240 + 240 + 2.40 9.60 2400 11.02 - 10.54 - 10.10] 4.00 [ 3.89
4o |18+18+18+25 1.80 + 1.80 + 1.80 + 2.50 790 2090 9.6 - 92 - 88 |5 0| 54 [225+ 225+ 225+ 3.06 9.80 2700 12.40 - 11.86 - 11.36] 3.63 | 3.54
59 |18+18+18+35 1.80 + 1.80 + 1.80 + 3.50 5.9 2530 116 - 111 - 106 5, [ 54, [216+ 216+ 226 + 372 10.20 2700 12.40 - 11.86 - 11.36 3.78 | 3.68
104 |18 +18+18+50 155 + 1.55 + 1.55 + 4.35 9.00 2530 116 - 111 - 106 | 5[ 54 [182+ 181+ 181 + 476 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
114|18+18+18+60 140 + 1.40 + 1.40 + 4.75 .00 2530 116 - 111 - 106 | ;o[ 54 [L72+ 170+ 170 + 5.04 10.20 2700 12.40 - 11.86 - 11.36 3.78 | 3.68
124 |18 +18+18+70 129 + 1.29 + 1.29 + 5.09 9.00 2530 116 - 111 - 106 | 5| 546 [159+ 157+ 157 + 5.43 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
5 |18+18+25+25 1.80 + 1.80 + 2.50 + 2.50 5.60 2350 108 - 103 - 99 |, | 555 [212+ 212+ 288 + 288 10.00 2700 12.40 - 11.86 - 11.36] 3.70 | 3.61
06 |18 +18+25+35 169 + 1.69 + 2.34 + 3.28 9.00 2530 116 - 111 - 106 | 5o [ 5,6 [201+ 201+ 273+ 345 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
111 |18 +18+25+50 145 + 1.45 + 2.02 + 4.10 9.00 2530 116 - 111 - 106 | 5[ 54 [L71+ 170+ 232 + 450 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
121 |18 +18+25+60 135 + 1.35 + 1.85 + 4.45 9.00 2530 116 - 111 - 106 | 5o [ 5, [162+ 163+ 220 + 473 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
134 |18 +18+25+7.0 125 + 1.25 + 1.71 + 4.80 9.00 2530 116 - 111 - 106 | 5[ 54 [154+ 155+ 208 + 522 10.40 2700 12.40 - 11.86 - 11.36] 3.85 | 3.75
10|18 +18+35+35 153 + 1.53 + 2.97 + 2.97 .00 2530 116 - 111 - 106 | 5o [ 5, [188+ 188+ 323 + 323 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
121 |18 +18+35+50 1.35 + 1.35 + 2.60 + 3.70 9.00 2530 116 - 111 - 106 | 5[ 54 [161+ 162+ 278 + 418 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
131 |18 +18+35+60 1.25 + 1.25 + 2.40 + 4.10 .00 2530 116 - 111 - 106 | 5o [ 54 [157+ 158 + 260 + 455 10.40 2700 12.40 - 11.86 - 11.36| 3.85 | 3.75
141 |18 +18+35+70 116 + 1.16 + 2.23 + 4.45 9.00 2530 116 - 111 - 106 | 5[ 546 154+ 1.5 + 266 + 523 11.00 1630 748 - 7.16 - 6.86 | 6.75 | 6.47
136 |18 +18+50+50 1.20 + 1.20 + 3.30 + 3.30 9.00 2510 115 - 110 - 106 | ;o[ 549 144+ 145+ 375 + 375 10.40 2700 12.40 - 11.86 - 11.36 3.85 | 3.75
146 |18 +18+50+60 110 + 1.10 + 3.10 + 3.70 9.00 2510 115 - 110 - 106 | 5 o[ 5,49 [146+ 145+ 382 + 427 11.00 2630 12.08 - 11.55 - 11.07| 4.18 | 4.07
g3 |18+25+25+25 1.80 + 2.40 + 2.40 + 2.40 9.00 2530 116 - 111 - 106 | ;o[ 546 [201+ 2724270+ 272 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
103 |18 *25+25+35 1.60 + 2.20 + 2.20 + 3.00 9.00 2530 116 - 111 - 106 | 5o [ 5, [188+ 257+ 257 + 327 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
11g|L8+25+25+50 1.40 + 1.90 + 1.90 + 3.80 9.00 2530 116 - 111 - 106 | 5[ 54 [161+ 228+ 218 + 420 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
105 |18 +25+25+60 130 + 1.75 + 1.75 + 4.20 9.00 2530 116 - 111 - 106 | 5o [ 5, [154+ 208+ 208 + 447 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
138 |18 +25+25+7.0 120 + 1.62 + 1.62 + 4.55 9.00 2540 117 - 112 - 107 | 5o, [ 545 [1:54+ 209+ 2.00 + 523 11.00 2800 12.86 - 12.30 - 11.78] 3.93 | 3.83
% 113|L8+25+35+35 1.40 + 2.00 + 2.80 + 2.80 .00 2530 116 - 111 - 106 | 5o [ 5,6 [L76+ 240+ 303+ 3.0 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
% 128 |18 +25+35+50 1.30 + 1.75 + 2.45 + 3.50 9.00 2530 116 - 111 - 106 | 5[ 54 [158+ 207 + 262 + 395 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
'S
138 |18 +25+35+60 1.20 + 1.60 + 2.30 + 3.90 .00 2530 116 - 111 - 106 | 5o [ 5, [L57+ 211+ 272+ 458 11.00 2800 12.86 - 12.30 - 11.78| 3.93 | 3.83
lag |18 +25+35+70 112 + 1.49 + 2.15 + 4.25 9.00 2530 116 - 111 - 106 | 5[ 546 147+ 1.97 + 255 + 499 11.00 2630 12.08 - 11.55 - 11.07] 4.18 | 4.07
143 |18 +25+50+50 115 + 1.55 + 3.15 + 3.15 9.00 2510 115 - 110 - 106 | 5[ 549 146+ 1.96 + 378 + 378 11.00 2630 12.08 - 11.55 - 11.07| 4.18 | 4.07
153 |18 +25+50+60 1.10 + 1.50 + 2.90 + 3.50 9.00 2510 115 - 110 - 106 | 5 o[ 5,49 [1:40+ 193+ 359 + 4.05 11.00 2630 12.08 - 11.55 - 11.07| 4.18 | 4.07
123 |18+35+35+35 1.35 + 2.55 + 2.55 + 2.55 9.00 2530 116 - 111 - 106 | 5[ 5,6 [166+ 284 + 284 + 284 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
13|18 +35+35+50 115 + 2.30 + 2.30 + 3.25 .00 2530 116 - 111 - 106 | o | 5,0 [156+ 271+ 271+ 405 11.00 2800 12.86 - 12.30 - 11.78] 3.93 | 3.83
1ag|L8+35+35+60 110 + 2.10 + 2.10 + 3.70 9.00 2530 116 - 111 - 106 | 5[ 546 [149+ 254 + 254 + 441 11.00 2630 12.08 - 11.55 - 11.07| 4.18 | 4.07
153 |18 +35+50+50 1.05 + 2.05 + 2.95 + 2.95 9.00 2510 115 - 110 - 106 | ;o[ 5, [139+ 238+ 362 + 362 11.00 2630 12.08 - 11.55 - 11.07| 4.18 | 4.07
100 |25+25+25+25 225 + 2.25 + 2.25 + 2.25 9.00 2530 116 - 111 - 106 | 5[ 546 [255+ 255+ 255 + 255 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
110|25+25+25+35 2.05 + 2.05 + 2.05 + 2.85 9.00 2530 116 - 111 - 106 | 5o [ 5,6 [239+ 239+ 230 + 301 10.20 2700 12.40 - 11.86 - 11.36] 3.78 | 3.68
125 |25 +25+25+50 1.80 + 1.80 + 1.80 + 3.60 9.00 2530 116 - 111 - 106 | 5[ 546 [212+ 212+ 212+ 405 10.40 2700 12.40 - 11.86 - 11.36] 3.85 | 3.75
135 |25 +25+25+60 167 + 1.67 + 1.67 + 4.00 .00 2530 116 - 111 - 106 | 5o [ 5, [202+ 202+ 202+ 434 10.40 2700 12.40 - 11.86 - 11.36| 3.85 | 3.75
145 |25+25+25+7.0 155 + 1.55 + 1.55 + 4.34 9.00 2530 116 - 111 - 106 | 5 [ 546 200+ 2.00 + 2.00 + 5.00 11.00 2630 12.08 - 11.55 - 11.07] 4.18 | 4.07
12025 +25+35+35 1.88 + 1.88 + 2.62 + 2.62 .00 2530 116 - 111 - 106 | 5o [ 54 [L76+ 239+ 301+ 301 10.20 2700 12.40 - 11.86 - 11.36 3.78 | 3.68
135 |25 +25+35+50 1.67 + 1.67 + 2.33 + 3.33 9.00 2530 116 - 111 - 106 | 5| 546 [201+ 201+ 254 + 384 10.40 2700 12.40 - 11.86 - 11.36] 3.85 | 3.75
145 |25 +25+35+60 155 + 1.55 + 2.20 + 3.70 9.00 2530 116 - 111 - 106 | 5[ 54 [203+ 203+ 260 + 434 11.00 2630 12.08 - 11.55 - 11.07| 4.18 | 4.07
15025 ¥25+50+50 1.50 + 1.50 + 3.00 + 3.00 .00 2510 115 - 110 - 106 | ;o[ 5,0 [189+ 189 + 361 + 361 11,00 2630 12.08 - 11.55 - 11.07] 4.18 | 4.07
130|25+35+35+35 174 + 2.42 + 2.42 + 2.42 9.00 2530 116 - 111 - 106 | 5| 5,6 [217+ 274+ 274 + 274 10.40 2700 12.40 - 11.86 - 11.36] 3.85 | 3.75
145 |25 +35+35+450 156 + 2.7 + 2.17 + 3.10 .00 2530 116 - 111 - 106 | 5o | 5, [202+ 256 + 256 + 386 11.00 2630 12.08 - 11.55 - 11.07| 4.18 | 4.07
155 |25 +35+35+60 1.46 + 2.03 + 2.03 + 3.48 9.00 2530 116 - 111 - 106 | 5[ 54 [194+ 245+ 245 + 436 11.00 2630 12.08 - 11.55 - 11.07| 4.18 | 4.07
140 |35+35+35+35 2.25 + 2.25 + 2.25 + 2.25 9.00 2530 116 - 111 - 106 | 5 [ 5,6 [2757 275+ 275+ 275 11.00 2630 12.08 - 11.55 - 11.07| 4.18 | 4.07
155 |35 +35+35+50 2.03 + 2.03 + 2.03 + 2.90 9.00 2530 116 - 111 - 106 | 5[ 546 244+ 244 + 244 + 360 11.00 2630 12.08 - 11.55 - 11.07| 4.18 | 4.07




CAPACITIES AND SELECTION DATA [RPR

COOLING HEATING
POSSIBLE OUTDOOR UNIT OUTDOOR UNIT
COMBINATIONS CAPACITY RATING(kW) (RANGE) POWER AMPERE CAPACITY RATING(kW) (RANGE) POWER AMPERE
TO OPERATE (kW) (RANGE) CONSUMPTION (A) at EER|AEER (kW) (RANGE) CONSUMPTION (A) at COP|ACOP
TOTAL (W) 220 - 230 - 240V TOTAL (W) 220 - 230 - 240V
90 |18+18+18+18+18[180+180+ 180 + 180 + 180 ¢ 2360 108 - 104 - 99 [0 [ 5,0 [220+ 220+ 220 + 220 + 2.20[ || 2460 11.29 - 10.80 - 10.35] 4.47 | 4.35
07 |18 +1B+18+18+25[167 + 167+ 167 + 167 + 232 ¢ o 2360 108 - 104 - 99 | 0| 570 [205+ 205+ 205 + 205 + 279 | 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
107 |18 +18+18+18+35[ 151 + 151+ L51 + 151 + 2.96| o o 2360 108 -104 - 99 [0 [ 5,0 [192+ 102+ 102+ 102 + 333 || 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
122 |18 +18+18+18+50(133 + 133+ 133 + 1.33 + 3.68| o o 2360 108 - 104 - 99 | 0| 570 [167+ 167+ 167 + 167 + 432[ o 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
132 |18 +18+18+18+60[123 + 123+ 123 + 1.23 + 4.08| o o 2360 108 - 104 - 99 [, [ 5,0 [159+ 159+ 150 + 150 + 4.63[ | 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
142 |18 +18+18+18+7.0[114 + 114+ L14 + 114 + 443| o o 2360 108 - 104 - 99 | o | 550 [140+ 149+ 149 + 149 + 5.04] 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
104 |18 +18+18+25+25[ 156 + 156 + 156 + 2.16 + 2.06 | o o 2360 108 - 104 - 99 [, o[ 5,0 [192+ 102+ 102 + 262 + 262[ ;; oo 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
114 |18 18+ 18+25+ 35/ 142 + 142+ 142 + 1.97 + 277 ¢ o 2360 108 - 104 - 9.9 [ oo [ oo [181+ 181+ 181 + 246 + 3.22[ || o 2460 11.29 - 10.80 - 10.35 4.47 | 4.35
129 |18 +18+18+25+50(126 + 126+ 1.26 + 1.74 + 3.48| o o 2360 108 - 104 - 99 [, [ 5,0 [158+ 158+ 158 + 215 + 4.10[ |, o 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
130 |18 *18+18+25+6.0[ 117 + 117 + 117 + 1.62 + 3.87| ¢ o 2360 108 - 104 - 9.9 [ oo [ oo [151+ 151+ 151 + 2,05 + 4.40[ |\ o 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
149 |18 +18+18+25+7.0[1.00 + 1.00 + 109 + 151 + 422| o o 2360 108 - 104 - 09 [, [ 5,0 [142+ 142+ 142+ 103 + a81] | 0 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
104 |LB+18+18+35+35[130 + 130 + 130 + 255 + 255 o o 2360 108 - 104 - 99 [0 [ 5,0 [L72+ 270+ 170+ 205 + 205] 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
139 |18 +18+18+35+50( 117 + 107 + 117 + 227 + 322 ¢ o 2360 108 - 104 - 99 | o[ 570 [150+ 150+ 150 + 258 + 389 | 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
149 |LB+18+18+35+60[100 + 100+ 109 + 211 + 3.62| ¢ o 2360 108 -104 - 99 [0 [ 5,0 [144+ 144+ 144+ 288 + 420 || 0 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
154 |18 +18+18+50+50/ 106 + 1.06 + 106 + 2.01 + 2.01| ¢ o 2360 108 - 104 - 99 || 570 [134+ 134+ 134 + 340 + 349 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
111 |18 +18+25+25+25[ 147 + 147 + 2.02 + 2.02 + 2.02| ¢ o 2360 108 - 104 - 99 [0 [ 5,0 [181+ 181+ 245 + 245 + 2.45] || o 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
12
E|1p1 |18 +18+25+25+35[134+134+ 186+ 186 + 260 ¢, 2360 108 - 104 - 99 | 0| 550 [272+ LA 232+ 232+ 294 | 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
=)
Wl [L8+18+25+25+50[119+ 119+ 165+ 165 + 3.32[ 4 2360 108 - 104 - 99 [, [ 5,0 [150+ 150+ 204 + 204 + 392 | o0 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
T
146 |18 +18+25+25+6.0[ 111+ 111+ 154 + 154 + 370 o o 2360 108 - 104 - 99 | o | 550 [144+ 144+ 196 + 196 + 420[ 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
131 |18 +18+25+35+35(124 v 124+ 172 + 240 + 240 | o o 2360 108 - 104 - 99 [, [ 5,0 [162+ 162+ 220+ 278 + 278] | oo 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
14|18 +18+25+35+50[111 + 111+ 154 + 216 + 3.08 ¢ 2360 108 - 104 - 9.9 [ oo [ oo [143+ 143+ 195 + 246 + 372 || o 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
141 |18 +18+35+35+35[ 117 + 107 + 222 + 222 + 222 g o 2360 108 - 104 - 99 [, [ 5,0 [154+ 156+ 263 + 263 + 2.63] ;o 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
11g |18 +25+25+25+25[136 + 101+ 191 + 1.1 + 1.01[ o o 2360 108 - 104 - 99 |50 [ 5,0 [180+ 230+ 230 + 230 + 2.30[ || 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
128 |18 +25+25+25+35[126 + 176 + 176 + 1.76 + 246 | o o 2360 108 - 104 - 99 | o[ 5,0 [160+ 220+ 220 + 220 + 280 |\ 0 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
143 |18 +25+25+25+50[ 114 + 157 + 157 + 157 + 3.15] o o 2360 108 -104 - 99 [0 [ 5,0 [145+ 195+ 195+ 195 + 370[ |, 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
153 |18 +25+25+25+6.0| 106 + 1.47 + 147 + 1.47 + 353| o o 2360 108 - 104 - 99 || 550 [140+ 185+ 185 + 1.85 + 405[ 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
13|18 +25+25+35+35[118 + 163+ 163 + 2.28 + 2.28| o o 2360 108 -104 - 99 [ oo [ 5,0 [154+ 200+ 200+ 264 + 264] |, o0 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
153 |18 +25+25+35+ 50106 + 1.47 + 147 + 2.06 + 2.04| o o 2360 108 - 104 - 99 | 0| 570 [137+ 186+ 186 + 235 + 386 | o 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
1ag |18 +25+35+35+35[100 + 152+ 213 + 213 + 213[ o o 2360 108 - 104 - 99 [, [ 5,0 [145+ 1.09+ 2565 + 255 + 255] |, 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
125 |25+25+25+25+25/1.80 + 1.80 + 180 + 1.60 + 1.80 | o o 2360 108 - 104 - 99 | 0| 550 [220+ 220+ 220+ 220 + 220[ | 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
135 |25 +25+25+25+35[ 167 + 167 + L67 + 1.67 + 2.32| ¢ o 2360 108 - 104 - 99 [, o[ 5,0 [209+ 200+ 200 + 200 + 264] |, o0 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
150 |25 *+25+25+25+50[150 + 150 + 150 + 150 + 3.00 [ o - 2360 108 - 104 - 9.9 [ oo [ o [1.86+ 186+ 1.86 + 1.86 + 356 ;o 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
145 |25 +25+25+35+35/156 + 166 + 156 + 2.16 + 2.16 | o o 2360 108 - 104 - 99 [, [ 5,0 [200+ 200+ 200+ 250 + 250[ ;o0 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
155 |25 +25+35+35+35[ 147 + 1.47 + 2.02 + 2.02 + 2.02| g oo 2360 108 - 104 - 99 |40 [ 5,0 [190+ 190+ 240 + 240 + 2.40[ | 2460 11.29 - 10.80 - 10.35| 4.47 | 4.35
- - - 7
) . Capacity (kW) Suitable room size (M)
Indoor unit model Nominal cooling at single unit operation At single unit operation
capacity (kW) ; : : .
Cooling Heating Cooling Heating
RAK-18NHA2 1.8 1.50-2.00 1.80-2.50 8-12 9-11
RAK-25NHA2 2.5 1.50-2.80 1.80-3.40 11-17 14-18
RAK-35NHA2 3.5 1.50-3.90 1.80-4.30 16-24 17-22
RAK-50NHA2 5.0 1.50-5.60 1.80-6.50 23-34 23-29
RAK-60NHA2 6.0 1.50-6.60 1.80-7.30 27-41 27-33
RAK-70NHA2 7.0 1.50-7.60 1.80-8.50 32-48 31-39
RAI-25NHA2 2.5 1.50-2.80 1.80-3.40 11-17 14-18
RAI-35NHA2 3.5 1.50-3.90 1.80-4.30 16-24 17-22
RAI-50NHA2 5.0 1.50-5.60 1.80-6.50 23-34 23-29
RAD-18NHA2 1.8 1.50-2.00 1.80-2.50 8-12 9-11
RAD-25NHA2 2.5 1.50-2.80 1.80-3.40 11-17 14-18
RAD-35NHA2 35 1.50-3.90 1.80-4.30 16-24 17-22
RAD-50NHA2 5.0 1.50-5.60 1.80-6.50 23-34 23-29

*Two, three, four or five indoor units can be installed with one outdoor unit.
*One-unit values are for one unit operation with two indoor connected.
*Total nominal cooling capacity should not be more than 15.5kW.



YREYE CAPACITIES AND SELECTION DATA

4.6.5. RAM-110QHA2

Whichever indoor units are installed, cooling and heating capacity depends on how many and which indoor units are operating at
the same time.

COOLING
POSSIBLE COMBINATIONS TO CAPACTTY OUTDOOR UNTT
OPERATE RATING (KW) POWER AMPERE (&) | _
(RANGE) CONSUMPTION  |at 240V
TOTAL (W)

1.8 1.80 1.80 | 495 2.1 3.64
(1.00-2.00) (200-750)

=| 25 2.50 250 | 700 2.9 3.57
5 (1.00-2.80) (200-980)

4l 35 3.50 350 | 1030 43 3.40
o (1.00-3.90) (200-1280)

5.0 5.00 500 | 1510 6.4 3.31
(1.00-5.50) (200-1660)

18+ 18 1.80 + 1.80 3.60 | 1015 43 3.55
(1.50-4.00) (200-1300)

18+25 1.80 + 2.50 430 | 1167 4.9 3.68
(1.50-4.60) (200-1450)

18+35 1.80 + 3.50 530 | 1500 6.3 3.53
(1.50-5.60) (200-1660)

2 18+s0 1.40 + 3.90 530 | 1530 6.4 3.46
z (1.50-5.90) (200-1660)

ol 25+25 250 + 2.50 500 | 1440 6.1 3.47
= (1.50-5.60) (200-1660)

25+35 2.21 + 3.09 530 | 1530 6.4 3.46
(1.50-5.70) (200-1660)

35+35 2.65 + 2.65 530 | 1530 6.4 3.46
(1.50-5.90) (200-1660)

25+50 1.77 + 353 530 | 1530 6.4 3.46
(1.50-5.90) (200-1660)

1.8+ 1.8 +1.8 177 + 177 + 177 530 | 1555 6.5 3.41
(1.50-6.00) (200-1680)

1.8+ 1.8 +25 156 + 156 + 2.17 530 | 1555 6.5 341
(1.50-6.40) (200-1680)

1.8+ 1.8 +35 134 + 134 + 261 530 | 1555 6.5 341
(1.50-6.60) (200-1680)

w| 18+18+50 111 + 111 + 3.08 530 | 1555 6.5 341
5 (1.50-6.60) (200-1680)

S| 18+25+25 140 + 1.95 + 1.95 530 | 1555 6.5 341
o (1.50-6.60) (200-1680)

I| 18+25+35 122 + 1.70 + 238 530 | 1555 6.5 3.41
(1.50-6.60) (200-1680)

1.8+35+35 108 + 211 + 211 530 | 1555 6.5 3.41
(1.50-6.60) (200-1680)

25+25+25 177 + 177 + 177 530 | 1555 6.5 3.41
(1.50-6.60) (200-1680)

25+25+35 156 + 1.56 + 2.18 530 | 1555 6.5 3.41
(1.50-6.60) (200-1680)




CAPACITIES AND SELECTION DATA [RPS

COOLING
POSSIBLE COMBINATIONS TO CAPACITY OUTDOOR UNTT
OPERATE RATING (KW) POWER AMPERE (&) | _ o
(RANGE) CONSUMPTION  |at 240V
TOTAL (W)
(1.8+18) + ( + 18 ) (180 + 180 ) + ( 1.80 + 1.80 ) 7.20 | 2030 8.5 3.55
(1.5~8) (200 ~ 2600)
(18+18) + ( + 25 ) (180 + 180 ) + ( 1.80 + 250 ) 790 | 2182 9.2 3.62
(1.5~8.6) (200 ~ 2750)
(18425 ) + ( + 25) (180 + 250 ) + ( 1.80 + 250 ) 8.60 | 2334 9.8 3.68
(1.5-9.2) (200 ~ 2900)
(1.8+18) + ( + 35 ) (180 + 180 ) + ( 1.80 + 350 ) 890 | 2515 10.6 354
(1.5~9.6) (200 ~ 2960)
(18+25) + ( + 35 ) (180 +250 ) + ( 1.80 + 3.50 ) 960 | 2667 11.2 3.60
(1.5~10.2) (200 ~ 3110)
(18+18) + ( + 50 ) (180 + 1.80 ) + ( 140 + 3.90 ) 10.40 | 2545 10.7 4.09
(1.5~9.9) (200 ~ 2960)
(18+25) + ( + 50 ) (180 + 250 ) + ( 140 + 3.90 ) 10.60 | 2697 11.4 3.93
(1.5~10.5) (200 ~ 3110)
(18435) + ( + 35) (180 +350 ) + ( 1.80 + 350 ) 10.60 | 3000 12.6 353
(1.5~11.2) (200 ~ 3320)
(18+35) + ( + 50 ) (180 + 350 ) + ( 140 + 3.90 ) 10.60 | 3030 12.8 3.50
(1.5~11.5) (200 ~ 3320)
(18450 ) + ( + 50 ) (140 + 390 ) + ( 140 + 3.90 ) 10.60 | 3060 12.9 3.46
(1.5~11.8) (200 ~ 3320)
(18+25) + ( + 25 ) (180 + 250 ) + ( 250 + 250 ) 9.30 | 2607 11.0 357
(1.5~10.2) (200 ~ 3110)
(18+50) + ( + 25 ) (140 + 390 ) + ( 250 + 250 ) 10.60 | 2970 12.5 357
(1.5~11.5) (200 ~ 3320)
(18+35) + ( + 25 ) (180 + 350 ) + ( 250 + 250 ) 10.30 | 2940 12.4 3.50
w (1.5~11.2) (200 ~ 3320)
E[(18+35) + ( + 35 ) (180 +350 ) + ( 221 + 3.09 ) 10.60 | 3030 12.8 3.50
5 (1.5~11.3) (200 ~ 3320)
Zl(18+50) + ( +35) (140 + 390 ) + ( 221 + 3.09 ) 10.60 | 3060 12.9 3.46
Q (1.5~11.6) (200 ~ 3320)
(18+50) + ( + 50 ) (140 + 390 ) + ( 177 + 353 ) 10.60 | 3060 12.9 3.46
(1.5~11.8) (200 ~ 3320)
(18+35) + ( + 35 ) (180 + 350 ) + ( 2.65 + 2.65) 10.60 | 3030 12.8 3.50
(1.5~11.5) (200 ~ 3320)
(18+50) + ( + 35 ) (140 + 390 ) + ( 265 + 2.65 ) 10.60 | 3060 12.9 3.46
(1.5~11.8) (200 ~ 3320)
(18+50) + ( + 50 ) (140 + 390 ) + ( 218 + 3.12 ) 10.60 | 3058 12.9 3.47
(1.5~12.5) (200 ~ 3320)
(25+25) + ( + 25 ) (250 + 250 ) + ( 250 + 250 ) 10.00 | 2880 12.1 3.47
(1.5~11.2) (200 ~ 3320)
(25+25) + ( + 35 ) (250 + 250 ) + ( 221 + 3.09 ) 10.60 | 2970 12,5 357
(1.5~11.3) (200 ~ 3320)
(25+25) + ( + 50 ) (250 +250 ) + ( 177 + 353 ) 10.60 | 2970 12,5 357
(1.5~11.5) (200 ~ 3320)
(25+35) + ( + 35 ) (221 +309 ) + (221 +309 ) 10.60 | 3060 12.9 3.46
(1.5~11.4) (200 ~ 3320)
(25+50) + ( + 35 ) (177 + 353 ) + ( 221 + 3.09 ) 10.60 | 3060 12.9 3.46
(1.5~11.6) (200 ~ 3320)
(25+50) + ( + 50 ) (177 + 353 ) + ( 177 + 353 ) 10.60 | 3060 12.9 3.46
(1.5~11.8) (200 ~ 3320)
(25+35) + ( + 35 ) (221 +309 ) + ( 265 + 265 ) 10.60 | 3060 12.9 3.46
(1.5~11.6) (200 ~ 3320)
(25+50) + ( + 35 ) (177 +353 ) + ( 265 + 265 ) 10.60 | 3060 12.9 3.46
(1.5~11.8) (200 ~ 3320)
(35+35) + ( + 35 ) (265 + 265 ) + ( 265 + 265 ) 10.60 | 3060 12.9 3.46
(1.5~11.8) (200 ~ 3320)




YRPN CAPACITIES AND SELECTION DATA

COOLING
POSSIBLE COMBINATIONS TO CAPACITY OUTDOOR UNT
OPERATE RATING (kW) POWER AMPERE (A) cop
(RANGE) CONSUMPTION |at 240V
TOTAL (W)

(2+18) + ( +18 + 18) (180 + 1.80 ) + (177 + 177 +1.77) 9.00 2570 10.8 3.50
(1.5-10) (200 ~ 2980)

(2+18) + ( + 18 +25) (180 + 1.80 ) + (156 + 156 + 217 ) 9.70 2570 10.8 3.77
(1.5~10.4) (200 ~ 2980)

(2+35) + ( +18 + 1.8) (180 + 350 ) + ( 177 + 177 + 1.77) 10.60 | 3055 12.9 3.47
(1.5~11.6) (200 ~ 3340)

(2 +50) + ( + 18 + 1.8) (140 + 390 ) + ( 177 + 177 + 177 ) 10.60 | 3085 13.0 3.44
(1.5~-11.9) (200 ~ 3340)

((2+25) + ( + 18 + 25) (180 +250 ) + ( 156 + 156 + 2.17 ) 1040 | 2722 115 3.82
(1.5~11) (200 ~ 3130)

(2+35) + ( + 18 + 25) (180 +350 ) + ( 156 + 156 + 2.17 ) 10.60 | 3055 12.9 3.47
(1.5~12) (200 ~ 3340)

(2+50) + ( + 18 + 25) (140 + 390 ) + ( 156 + 156 + 2.17 ) 10.60 | 3085 13.0 3.44
(1.5-12.3) (200 ~ 3340)

(2+35) + ( +18 + 35) (180 + 350 ) + (134 + 134 + 261 ) 10.60 | 3055 12.9 3.47
(1.5-12.2) (200 ~ 3340)

(2+50) + ( +18 + 35) (140 + 390 ) + (134 + 134 + 261 ) 10.60 | 3085 13.0 3.44
(1.5~12.5) (200 ~ 3340)

(18+50) + ( + 18 + 50) (140 + 390 ) + ( 111 + 1.11 + 3.08 ) 10.60 | 3085 13.0 3.44
(1.5~12.5) (200 ~ 3340)

(25+25) + ( + 18 + 25) (250 +250 ) + ( 156 + 156 + 2.17 ) 10.60 | 2995 12.6 3.54
(1.5-12) (200 ~ 3340)

(25+35) + ( + 18 + 25) (221 +309 ) + ( 156 + 156 + 2.17 ) 10.60 | 3085 13.0 3.44
(1.5~12.1) (200 ~ 3340)

((2+50) + ( + 25 + 25) (140 +390 ) + ( 140 + 1.95 + 1.95 ) 10.60 | 3085 13.0 3.44
(1.5~12.5) (200 ~ 3340)

(35+35) + ( + 18 + 25) (265+265 ) + ( 156 + 156 + 2.17 ) 10.60 | 3085 13.0 3.44
2 (1.5~12.3) (200 ~ 3340)

Z|( 2 +50) + ( + 25+ 35) (140 + 390 ) + ( 122 + 1.70 + 2.38 ) 10.60 | 3085 13.0 3.44
w (1.5~12.5) (200 ~ 3340)

L|(35+35) + ( + 18 + 35) (265 + 265 ) + (134 + 134 + 261 ) 10.60 | 3085 13.0 3.44
(1.5~12.5) (200 ~ 3340)

( 3+25) + ( + 25+ 25) (250 + 250 ) + (140 + 195 + 195) 10.60 | 2995 12.6 3.54
(1.5~12.2) (200 ~ 3340)

( 3+35) + ( + 25 + 25) (221 +309 ) + ( 140 + 1.95 + 1.95 ) 10.60 | 3085 13.0 3.44
(1.5~12.3) (200 ~ 3340)

(2 +50) + ( + 25+ 25) (140 + 390 ) + ( 177 + 177 + 177 ) 10.60 | 3085 13.0 3.44
(1.5~12.5) (200 ~ 3340)

(35+35) + ( + 25 + 25) ( 265+ 265 ) + ( 140 + 1.95 + 1.95 ) 10.60 | 3085 13.0 3.44
(1.5~12.5) (200 ~ 3340)

( 3+50) + ( + 25 + 35) (177 +353 ) + (122 + 170 + 238 ) 10.60 | 3085 13.0 3.44
(1.5~12.5) (200 ~ 3340)

(35+35) + ( + 25 + 35) (265+265 ) + (122 + 170 + 2.38 ) 10.60 | 3085 13.0 3.44
(1.5-12.5) (200 ~ 3340)

( 4+35) + ( +35+35) (265 + 265 ) + (108 + 211 + 211 ) 10.60 | 3085 13.0 3.44
(1.5~12.5) (200 ~ 3340)

( 3+25) + ( + 25 + 25) (250 + 250 ) + ( 177 + 177 + 177 ) 10.60 | 2995 12.6 354
(1.5~12.2) (200 ~ 3340)

( 3+35) + ( + 25 + 25) (221 +309 ) + ( 177 + 177 + 177 ) 10.60 | 3085 13.0 3.44
(1.5-12.3) (200 ~ 3340)

(25+50) + ( + 25 + 25) (177 +353 ) + ( 177 + 177 + 177 ) 10.60 | 3085 13.0 3.44
(1.5~12.5) (200 ~ 3340)

(35+35) + ( + 25 + 25) (265+265 ) + (177 + 177 + 1.77) 10.60 | 3085 13.0 3.44
(1.5-12.5) (200 ~ 3340)

( 3+450) + ( + 25 + 35) (177 + 353 ) + ( 156 + 156 + 2.18 ) 10.60 | 3085 13.0 3.44
(1.5~12.5) (200 ~ 3340)

(35+35) + ( + 25 + 35) (265+265 ) + ( 156 + 1.56 + 2.18 ) 10.60 | 3085 13.0 3.44
(1.5~12.5) (200 ~ 3340)




CAPACITIES AND SELECTION DATA [IRPY:

COOLING
POSSIBLE COMBINATIONS TO CAPACITY OUTDOOR UNTT
OPERATE RATING (KW) POWER AMPERE () | _
(RANGE) CONSUMPTION |at 240V
TOTAL W)

(18+18+18)+( 1.8 + 1.8+1.8)[( 1.77 + 1.77 177) + (177 + 177 + 1.77 )| 1060 | 3110 13.1 3.41
(1.5~12) (200 ~ 3360)

(18+18+18)+( 1.8 + 1.8+25)[( 1.77 + 1.77 177) + ( 156 + 156 + 217 )| 1060 | 3110 13.1 3.41
(1.5~12.4) (200 ~ 3360)

(18+18+18)+( 1.8 + 1.8+35)[( 1.77 + 1.77 177) + (134 + 134 + 261 )| 1060 | 3110 13.1 3.41
(1.5~12.6) (200 ~ 3360)

(18+18+18)+( 1.8 + 1.8 +50)[( 1.7 + 1.77 177) + (111 + 111 +308)| 1060 | 3110 13.1 3.41
(1.5~12.6) (200 ~ 3360)

(18+18+25)+( 1.8 + 1.8+25)|( 1.56 + 156 217) + (156 + 156 + 2.17 )| 1060 | 3110 13.1 3.41
(15-12.8) (200 ~ 3360)

(18+18+25)+( 1.8 + 1.8 +35)|( 1.56 + 156 217) + (134 + 134 + 261 )| 1060 | 3110 13.1 3.41
(1.5~13) (200 ~ 3360)

(18+18+25)+( 1.8 + 1.8 +50)[( 1.56 + 1.56 217) + (111 + 111 + 3.08 )| 1060 | 3110 13.1 3.41
(1.5-13) (200 ~ 3360)

(18+18+35)+( 1.8 + 1.8+35)|( 1.34 + 1.34 261) + (134 + 134 + 261 )| 1060 | 3110 13.1 3.41
(1.5~13.2) (200 ~ 3360)

(18+18+35)+( 1.8 + 1.8+50)[( 1.34 + 1.34 261) + (111 + 111 + 3.08 )| 1060 | 3110 13.1 3.41
(1.5~13.2) (200 ~ 3360)

(18+18+50)+( 1.8 + 1.8+5.0)[( 1.11 + 1.11 308) + (111 + 111 + 3.08)| 1060 | 3110 13.1 3.41
(1.5~13.2) (200 ~ 3360)

(18+18+25)+( 1.8 + 25+25)[( 1.56 + 156 217) + (140 + 1.95 + 1.95 )| 1060 | 3110 13.1 3.41
(1.5~13) (200 ~ 3360)

(18+18+25)+( 1.8 + 25+35)[( 1.56 + 1.56 217) + (122 + 170 + 2.38 )| 1060 | 3110 13.1 3.41
(1.5~13) (200 ~ 3360)

(18+18+50)+( 1.8 + 25+25)|( 1.11 + 111 308) + (140 + 195+ 1.95)| 1060 | 3110 13.1 3.41
(15-13.2) (200 ~ 3360)

(18+18+35)+( 1.8 + 25+35)|( 1.34 + 134 261) + (122 + 170 + 2.38)| 1060 | 3110 13.1 3.41
(1.5-13.2) (200 ~ 3360)

(1.8+18+50)+( 1.8 + 25+35)[( 1.11 + 1.11 308) + (122 + 170 + 2.38)| 1060 | 3110 13.1 3.41
0 (1.5~13.2) (200 ~ 3360)

Z[(18+18+35)+ (18 + 35+35)[( 1.34 + 1.34 261) + (108 +211 + 211 )| 1060 | 3110 13.1 3.41
> (1.5~13.2) (200 ~ 3360)

" (18+18+50)+( 1.8 + 35+35)[( 1.11 + 1.11 308) + (108 +211 + 211 )| 1060 | 3110 13.1 3.41
(1.5~13.2) (200 ~ 3360)

(18+25+25)+ ( 1.8 + 25+25)[( 1.40 + 1.95 195) + ( 140 + 1.95 + 1.95 )| 1060 | 3110 13.1 3.41
(1.5~13.2) (200 ~ 3360)

(18+25+25)+ ( 1.8 + 25+35)[( 1.40 + 1.95 195) + (122 +1.70 + 238 )| 1060 | 3110 13.1 3.41
(1.5~13.2) (200 ~ 3360)

(18+18+50)+ ( 25 + 25+25)[( 1.11 + 1.11 308) + (177 +177 + 177 )| 1060 | 3110 13.1 3.41
(1.5~13.2) (200 ~ 3360)

(18+25+35)+( 1.8 + 25+35)|( 1.22 + 1.70 238) + (122 + 170 + 2.38)| 1060 | 3110 13.1 3.41
(15-13.2) (200 ~ 3360)

(18+18+50)+( 25 + 25 +35)|( 1.11 + 1.11 308) + (156 + 156 + 2.18)| 1060 | 3110 13.1 3.41
(15-13.2) (200 ~ 3360)

(1.8+25+35)+( 1.8 + 35+35)[( 1.22 + 1.70 238) + (108 +211 + 211 )| 1060 | 3110 13.1 3.41
(1.5~13.2) (200 ~ 3360)

(18+35+35)+ ( 1.8 + 35+35)[( 1.08 + 211 211) + (108 +211 + 211 )| 1060 | 3110 13.1 3.41
(1.5~13.2) (200 ~ 3360)

(18+25+25)+ ( 25 + 25 +25)|( 1.40 + 1.95 195) + (177 + 177 + 1.77 )| 1060 | 3110 13.1 3.41
(1.5~13.2) (200 ~ 3360)

(18+25+35)+ ( 25 + 25+25)|( 1.22 + 1.70 238) + (177 +177 + 1.77 )| 1060 | 3110 13.1 3.41
(1.5~13.2) (200 ~ 3360)

(18+25+35)+ ( 25 + 25+35)[( 1.22 + 1.70 238) + (156 + 156 + 218 ) 1060 | 3110 13.1 3.41
(1.5~13.2) (200 ~ 3360)

(18+35+35)+ ( 25 + 25 +3.5)[( 1.08 + 2.11 211) + (156 + 156 + 2.18 )| 10.60 | 3110 13.1 3.41
(1.5~13.2) (200 ~ 3360)

(25+25+25)+ ( 25 + 25+25)|( 1.77 + 1.77 177) + (177 + 177 + 1.77 )| 1060 | 3110 13.1 3.41
(15-13.2) (200 ~ 3360)

(25+25+25)+ ( 25 + 25 +35)|( 1.77 + 1.77 177) + ( 156 + 156 + 2.18 )| 10.60 | 3110 13.1 3.41
(15-13.2) (200 ~ 3360)

(25+25+35)+( 25 + 25+35)|( 1.56 + 1.56 + 218 ) + ( 156 + 1.56 + 2.18 )| 10.60 | 3110 13.1 3.41
(15~13.2) (200 ~ 3360)




YRPN CAPACITIES AND SELECTION DATA

HEATING
CAPACITY OUTDOOR UNIT
POSSIBLE COMBINATIONS TO OPERATE RATING (kW) POWER AMPERE (A) | o
(RANGE) CONSUMPTION at 240V
TOTAL W)

18 2,50 250 | 690 2.9 3.62
(1.10-3.20) (200-1050)

L 25 3.90 390 | 1060 45 3.68
5 (1.10-4.70) (200-1380)

g 35 4.80 480 | 1320 5.6 3.64
o (1.10-5.80) (200-1870)

5.0 6.50 650 | 1800 76 361
(1.10-7.20) (200-2010)

18 + 18 250 + 250 500 | 1290 5.4 3.88
(1.50-5.20) (200-1550)

18 + 25 250 + 3.90 6.40 | 1700 72 3.76
(1.50-6.30) (200-1920)

18 + 35 231 + 449 6.80 | 1850 78 3.68
(1.50-7.20) (200-2010)

2 18 + 50 180 + 5.00 6.80 | 1820 7.7 3.74
Z (1.50-7.20) (200-2010)

0 25 + 25 340 + 3.40 6.80 | 1820 77 3.74
= (1.50-7.20) (200-2010)

25 + 35 283 + 3.97 6.80 | 1820 77 3.74
(1.50-7.20) (200-2010)

35 + 35 340 + 3.40 6.80 | 1790 75 3.80
(1.50-7.20) (200-2010)

25 + 50 227 + 453 6.80 | 1790 75 3.80
(1.50-7.20) (200-2010)

18 + 18 + 18 227 + 2271 + 227 6.80 | 1687 71 4.03
(1.50-7.20) (200-1860)

18 + 18 + 25 191 + 191 + 298 6.80 | 1687 71 4.03
(1.50-7.20) (200-1860)

18 + 18 + 35 173 + 173 + 333 6.80 | 1687 71 4.03
(1.50-7.20) (200-1860)

" 18 + 18 + 50 148 + 148 + 3.84 6.80 | 1687 71 4.03
£ (1.50-7.20) (200-1860)

> 18 + 25 + 25 165 + 257 + 257 6.80 | 1687 71 4.03
W (1.50-7.20) (200-1860)

z 18 + 25 + 35 152 + 237 + 291 6.80 | 1687 71 4.03
(1.50-7.20) (200-1860)

18 + 35 + 35 140 + 270 + 270 6.80 | 1687 71 403
(1.50-7.20) (200-1860)

25 + 25 + 25 227 + 227 + 227 6.80 | 1687 71 403
(1.50-7.20) (200-1860)

25 + 25 + 35 210 + 210 + 259 6.80 | 1687 71 4.03
(1.50-7.20) (200-1860)




CAPACITIES AND SELECTION DATA [P

HEATING
CAPACITY OUTDOOR UNIT
POSSIBLE COMBINATIONS TO OPERATE RATING (kW) POWER AMPERE ()|
(RANGE) CONSUMPTION at 240V
TOTAL (W)

( 18 +18 ) + ( 18+ 18) (250 + 250 ) + ( 250 + 250 ) 10.00 | 2580 10.9 3.88
(1.5~10.4) (200~3100)

( 18 + 18 ) + ( 1.8 +25) (250 + 250 ) + ( 250 + 3.90 ) 11.40 | 2990 12.6 3.81
(15~11.5) (200~3470)

(18 +25) + (18 +25 ) (250 + 390 ) + ( 250 + 3.90 ) 12.80 | 3400 143 3.76
(1.5~12.6) (200~3840)

( 18 + 18 ) + ( 18 +35) (250 + 250 ) + ( 231 + 449 ) 12.30 | 3140 13.2 3.92
(1.5~12.4) (200~3560)

( 18 +25) + (18 +35) (250 + 390 ) + ( 231 +449) 13.60 | 3550 14.9 3.83
(1.5~13.5) (200~3930)

( 18 + 18 ) + ( 1.8 +50 ) (250 + 250 ) + ( 1.80 + 500 ) 13.60 | 3110 13.1 4.37
(1.5~12.4) (200~3560)

( 18 +25) + (18 +50 ) (250 + 390 ) + ( 1.80 + 500 ) 13.60 | 3520 14.8 3.86
(1.5~13.5) (200~3930)

(18 +35) + (18 +35 ) (231 + 449 ) + ( 231 +449) 13.60 | 3700 156 3.68
(1.5~14.4) (200~4020)

( 18 +35) + (18 +50) (231 + 449 ) + ( 180 + 500 ) 13.60 | 3670 15.4 3.71
(1.5~14.4) (200~4020)

(1.8 +50) + (18 +50 ) (180 + 500 ) + (180 +500 ) 13.60 | 3640 153 3.74
(1.5~14.4) (200~4020)

( 18 +25 ) + (25+25) (250 + 390 ) + ( 3.40 +3.40) 13.60 | 3520 14.8 3.86
(1.5~13.5) (200~3930)

( 18 +50 ) + (25+25) (180 + 500 ) + ( 3.40 + 3.40) 13.60 | 3640 15.3 3.74
(1.5~14.4) (200~4020)

( 18 +35) + (25+25) (231 + 449 ) + ( 3.40 +3.40) 13.60 | 3670 15.4 3.71
" (1.5~14.4) (200~4020)

EfC 18 +35) + (25+35) (231 + 449 ) + ( 283 +397) 13.60 | 3670 15.4 3.71
5 (1.5~14.4) (200~4020)

Zl( 18 +50) + (25+35) (180 + 500 ) + ( 283 +397) 13.60 | 3640 15.3 3.74
Q (1.5~14.4) (200~4020)

( 18 +50 ) + (25+50) ( 180 + 500 ) + ( 227 +453) 13.60 | 3610 15.2 3.77
(1.5~14.4) (200~4020)

( 18 +35) + (35+35) (231 + 449 ) + ( 340 + 340 ) 13.60 | 3640 15.3 3.74
(1.5~14.4) (200~4020)

( 18 +50 ) + (35+35) ( 180 + 500 ) + ( 3.40 + 340 ) 13.60 | 3610 15.2 3.77
(1.5~14.4) (200~4020)

( 18 +50) + (35+50) (180 + 500 ) + ( 289 +391) 13.60 | 3610 152 3.77
(1.5~14.4) (200~4020)

( 25 +25) + (25+25) (340 +340 ) + (340 +340 ) 13.60 | 3640 153 3.74
(1.5~14.4) (200~4020)

( 25 +25) + (25+35) (340 + 340 ) + ( 283 +397) 13.60 | 3640 15.3 3.74
(1.5~14.4) (200~4020)

( 25 +25) + (25+50) (340 + 340 ) + ( 227 +453) 13.60 | 3610 15.2 3.77
(1.5~14.4) (200~4020)

( 25 +35) + (25+35) (283 +397 ) + (283 +397) 13.60 | 3640 15.3 3.74
(1.5~14.4) (200~4020)

( 25 +50) + (25+35) (227 +453 ) + (283 +397) 13.60 | 3610 15.2 3.77
(1.5~14.4) (200~4020)

( 25 +50) + (25+50) (227 +453 ) + (227 +453) 13.60 | 3580 15.1 3.80
(1.5~14.4) (200~4020)

( 25 +35) + (35+35) (283 + 397 ) + ( 3.40 +3.40) 13.60 | 3610 15.2 3.77
(1.5~14.4) (200~4020)

( 25 +50) + (35+35) (227 + 453 ) + ( 3.40 +3.40) 13.60 | 3580 15.1 3.80
(1.5~14.4) (200~4020)

( 35 +35) + (35+35) (340 +340 ) + (340 +340) 13.60 | 3580 15.1 3.80
(1.5~14.4) (200~4020)




YRERN CAPACITIES AND SELECTION DATA

HEATING
CAPACITY OUTDOOR UNIT
POSSIBLE COMBINATIONS TO OPERATE RATING (KW) POWER AMPERE (A) |
(RANGE) CONSUMPTION at 240V
TOTAL (W)

( 18 + 18 ) + ( 18+ 18 + 18) (250 + 250 ) + (227 +227 + 227 ) 1250 | 2977 125 4.20
(1.5~12.4) (200~3410)

( 18 + 18 ) + ( 18+ 18 + 25) (250 + 250 ) + ( 191 +1.91 + 298 ) 13.60 | 2977 125 457
(1.5~12.4) (200~3410)

( 18 +35) + (18 + 18 + 1.8 ) (231 + 449 ) + (227 + 227 + 227 ) 13.60 | 3537 14.9 3.85
(1.5~14.4) (200~3870)

( 18 +50 ) + (18 + 18 + 1.8 ) (180 + 500 ) + ( 227 +227 +227) 13.60 | 3507 14.8 3.88
(15-144) (200~3870)

( 18 +25) + ( 18+ 18 + 25) (250 + 390 ) + ( 191 +1.91 + 298 ) 13.60 | 3387 143 4.02
(1.5~13.5) (200~3780)

( 18 +35) + ( 18+ 18 + 25) (231 + 449 ) + ( 191 +191 + 298 ) 13.60 | 3537 14.9 3.85
(1.5~14.4) (200~3870)

( 1.8 +50 ) + (18 + 18 + 25 ) (180 + 500 ) + ( 191 + 1.91 + 2.98 ) 13.60 | 3507 14.8 3.88
(1.5~14.4) (200~3870)

( 18 +35) + ( 18+ 18 + 35) (231 + 449 ) + (173 +173 + 333 ) 13.60 | 3537 14.9 3.85
(1.5~14.4) (200~3870)

( 18 +50 ) + ( 18+ 18 + 35) (180 + 500 ) + (173 +1.73 + 333) 13.60 | 3507 14.8 3.88
(1.5~14.4) (200~3870)

( 18 +50) + ( 18+ 18 + 50) (180 + 500 ) + ( 148 + 148 + 384 ) 13.60 | 3507 14.8 3.88
(1.5-14.4) (200~3870)

( 25 +25 ) + (18 + 1.8 + 25 ) (340 + 340 ) + ( 191 + 1.91 + 2.98 ) 13.60 | 3507 14.8 3.88
(1.5~14.4) (200~3870)

( 25 +35) + (18 + 18 + 25 ) (283 +397 ) + ( 191 +191+298) 13.60 | 3507 14.8 3.88
(1.5~14.4) (200~3870)

( 18 +50 ) + (18+25+ 25) (180 + 500 ) + ( 165+ 257 + 257 ) 13.60 | 3507 14.8 3.88
(1.5~14.4) (200~3870)

( 35 +35) + ( 18+ 18 + 25) (340 + 340 ) + ( 191 + 191 + 298 ) 13.60 | 3477 14.6 3.91
2 (15-14.4) (200~3870)

2 18 +50) + (18+25+35) (180 + 500 ) + ( 152 + 237 + 291 ) 13.60 | 3507 14.8 3.88
w (1.5~14.4) (200~3870)

Cf 35 +35) + (18+18 + 35) (340 + 340 ) + (173 +173 +3.33) 13.60 | 3477 14.6 3.91
(1.5~14.4) (200~3870)

( 25 +25) + (18+25+ 25) (340 + 340 ) + (165 +257 + 257 ) 13.60 | 3507 14.8 3.88
(1.5~14.4) (200~3870)

( 25 +35) + (18+25+ 25) (283 +397 ) + (165 +257 + 257 ) 13.60 | 3507 14.8 3.88
(1.5-14.4) (200~3870)

( 18 +50 ) + (25+25 + 25) (180 + 500 ) + (227 +227 + 227 ) 13.60 | 3507 14.8 3.88
(15-14.4) (200~3870)

( 35 +35 ) + (18 + 25 + 25 ) (340 + 340 ) + (165 +257 + 257 ) 13.60 | 3477 14.6 3.91
(1.5~14.4) (200~3870)

( 25 +50) + (18+25+ 35) (227 + 453 ) + (152 +237 + 291 ) 13.60 | 3477 14.6 3.91
(1.5~14.4) (200~3870)

( 35 +35) + (18+25+ 35) (340 + 340 ) + (152 +237 + 291 ) 13.60 | 3477 14.6 3.91
(1.5~14.4) (200~3870)

( 35 +35) + (18+35 + 35) (340 + 340 ) + (140 +270 + 270 ) 13.60 | 3477 14.6 3.91
(1.5-14.4) (200~3870)

( 25 +25 ) + ( 25+ 25 + 25 ) (340 + 340 ) + (227 +227 + 227 ) 13.60 | 3507 14.8 3.88
(1.5~14.4) (200~3870)

( 25 +35) + (25+25+ 25 ) (283 + 397 ) + (227 +227+227) 13.60 | 3507 14.8 3.88
(1.5~14.4) (200~3870)

( 25 +50) + (25+25+ 25) (227 + 453 )  + (227 +227 + 227 ) 13.60 | 3477 14.6 3.91
(1.5~14.4) (200~3870)

( 35 +35) + (25+25 + 25) (340 + 340 ) + (227 +227 + 227 ) 13.60 | 3477 14.6 3.91
(15-14.4) (200~3870)

( 25 +50 ) + (25+25 + 35 ) (227 + 453 ) + (210 +210 + 259 ) 13.60 | 3477 14.6 3.91
(1.5~14.4) (200~3870)

( 35 +35) + (25+25 + 35 ) (340 + 340 ) + (210 +210 + 259 ) 13.60 | 3477 14.6 391
(1.5~14.4) (200~3870)




CAPACITIES AND SELECTION DATA [T

HEATING
CAPACITY OUTDOOR UNIT
POSSIBLE COMBINATIONS TO OPERATE RATING (kW) POWER AMPERE (A) |
(RANGE) CONSUMPTION at 240V
TOTAL (W)
18 18 + 18 ) (18 + 18 + 18) |( 227 + 2.27 227 ) + (227 + 227+ 227 )] 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 18 + 1.8 ) (18 + 18 +25) |( 227 + 2.27 227 ) + ( 191+ 191+ 298 )| 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 18 + 18 ) (18 + 18 + 35) |[( 227 + 2.27 227 ) + (173 + 173+ 333 )] 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 18 + 1.8 ) (18 + 1.8 +50) |( 227 + 227 227 ) + (148 + 148 + 384 )| 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 18 + 25 ) (18 + 18 +25) |( 191 + 191 298 ) + (191 + 191 + 298 )| 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 18 + 25 ) (18 + 18 +35) |( 191 + 191 208 ) + (173+ 173 + 333 )[ 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 18 + 25 ) (18 + 18 +50) |( 191 + 1.91 298 ) + (148 + 148 + 384 )| 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 1.8 + 35 ) (18 + 18 +35) [( .73 + 1.73 333 ) + (173+ 173+ 333 )] 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 18 + 35 ) (18 + 18 +50) [( .73 + 1.73 333 ) + (148 + 148 + 384 )| 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 18 + 50 ) (18 + 18 +50) [( 148 + 148 384 ) + (148 + 148 + 384 )| 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 18 + 25 ) (18 + 25 +25) |( 191 + 191 298 ) + ( 165+ 257 + 257 )| 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 18 + 25 ) (18 + 25 +35) |( 191 + 1.91 298 ) + (152+ 237+ 291 )] 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 1.8 + 5.0 ) (18 + 25 +25) [( 148 + 1.48 384 ) + ( 165+ 257+ 257 )| 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 18 + 35 ) (18 + 25 +35) [( .73 + 1.73 333 ) + (152 + 237+ 291 )| 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 18 + 50 ) (18 + 25 +35) [( 148 + 148 384 ) + (152 + 237+ 291 )| 1360 3374 14.2 4.03
2 (1.5~14.4) (200~3720)
z 18 18 + 35 ) (18 + 35 +35) |( .73 + 173 333 ) + (140 + 270+ 270 )| 1360 | 3374 14.2 4.03
= (1.5~14.4) (200~3720)
& 18 18 + 50 ) (18 + 35 +35) |[( 148 + 148 384 ) + (140 + 270+ 270 )| 1360 | 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 25 + 25) (18 + 25 +25) |( 1.65 + 257 257 ) + ( 165+ 257 + 257 )| 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 25 + 25 ) (18 + 25 +35) |[( 165 + 257 257 ) + (152 + 237 + 291 )| 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 18 + 50 ) (25 + 25 +25) |[( 148 + 148 384 ) + (227 + 227+ 227 )|1360| 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 25 + 35 ) (18 + 25 +35) |( 152 + 2.37 291 ) + (152+ 237+ 291 )| 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 1.8 + 5.0 ) (25 + 25 +35) [( 148 + 148 384 ) + (210 + 210+ 259 )| 1360 | 3374 142 4.03
(1.5~14.4) (200~3720)
18 25 + 35 ) (18 + 35 +35) |[( 152 + 2.37 291 ) + (140 + 270 + 270 )| 1360 | 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 35 + 35 ) (18 + 35 +35) [( 140 + 2.70 270 ) + (140 + 270 + 270 )| 1360 | 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 25 + 25 ) (25 + 25 +25) |( 165 + 257 257 ) + (227 + 227+ 227 )| 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 25 + 35 ) (25 + 25 +25) |( 152 + 2.37 291 ) + (227 + 227+ 227 )| 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
18 25 + 35) (25 + 25 +35) |( 152 + 2.37 291 ) + (210+ 210+ 259 )| 1360 3374 142 4.03
(1.5~14.4) (200~3720)
18 35 + 35 ) (25 + 25 +35) [( 140 + 2.70 270 ) + (210 + 210 + 259 )| 1360 | 3374 14.2 4.03
(1.5~14.4) (200~3720)
25 25 + 25 ) (25 + 25 +25) |( 227 + 2.27 227 ) + (227 + 227+ 227 )| 1360 3374 14.2 4.03
(1.5~14.4) (200~3720)
25 25 + 25 ) (25 + 25 +35) |[( 227 + 2.27 227 ) + (210 + 210 + 259 )| 1360 | 3374 14.2 4.03
(1.5~14.4) (200~3720)
25 25 + 35 ) (25 + 25 +35) [(210 + 210 259 ) + (210 + 210 + 259 ) | 1360 | 3374 14.2 4.03
(1.5~14.4) (200~3720)




YREZE CAPACITIES AND SELECTION DATA

OUTDOOR CONNECTION

4 UNIT CONNECTION

5 UNIT CONNECTION

6 UNIT CONNECTION

TERMINAL

INDOOR 1 1.8kwW, 2.5kw
INDOOR 2 1.8kW, 2.5kW, 3.5kW 1.8kW, 2.5kW, 3.5kW 1.8kW, 2.5kW, 3.5kW’
INDOOR 3 1.8kW, 2.5kW, 3.5kW, 5.0kW 1.8kW, 2.5kW, 3.5kW, 5.0kW 1.8kW, 2.5kW, 3.5kW, 5.0kW**
INDOOR 4 1.8kW, 2.5kw 1.8kW, 2.5kw
INDOOR 5 1.8kW, 2.5kW, 3.5kW 1.8kKW, 2.5kW, 3.5kW" 1.8kW, 2.5kW, 3.5kW’
INDOOR 6 1.8kW, 2.5kW, 3.5kW, 5.0kW 1.8kW, 2.5kW, 3.5kW, 5.0kW** 1.8kW, 2.5kW, 3.5kW, 5.0kW**

3.5kW*: available only when 1.8kW indoor connected to INDOOR 1 and INDOOR 4.
5.0kw**: available only when 1.8kW indoor connected to INDOOR1+INDOOR 2 and INDOOR 4+INDOOR 5.




CAPACITIES AND SELECTION DATA RS

Nominal Capacity (kW) - Suitable room size (r_nz)

Indoor unit model Cc;;élll;?y ét single unit operatl.on ,.At single unit operation .
(kw) Cooling Heating Cooling Heating

RAK-18NHA2 1.8 1.50-2.00 1.80-3.50 8-12 9-11
RAK-25NHA2 2.5 1.50-2.80 1.80-4.70 11-17 14-18
RAK-35NHA2 35 1.50-3.90 1.80-5.80 16-24 17-22
RAK-50NHA2 5.0 1.50-5.60 1.80-7.20 23-34 23-29
RAI-25NHA2 2.5 1.50-2.80 1.80-4.70 11-17 14-18
RAI-35NHA2 3.5 1.50-3.90 1.80-5.80 16-24 17-22
RAI-50NHA2 5.0 1.50-5.60 1.80-7.20 23-34 23-29

RAD-18NHA2 1.8 1.50-2.00 1.80-3.50 8-12 9-11
RAD-25NHA2 25 1.50-2.80 1.80-4.70 11-17 14-18
RAD-35NHA2 3.5 1.50-3.90 1.80-5.80 16-24 17-22
RAD-50NHA2 5.0 1.50-5.60 1.80-7.20 23-34 23-29

*At least four indoor units should be connected

*One-unit values are for one unit operation with four indoors connected.
*Two-unit values are for two units operation with four indoors connected.
*Three-unit values are for three units operation with four indoors connected.
*Four-unit values are for four units operation with four indoors connected.
*Five-unit values are for five units operation with five indoors connected.
*Total nominal cooling capacity should not be more than 18kW.
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